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Abstract
This thesis addresses the bridging of the radiometric gap in the transition from
classical radiometry to the few and single photon radiometry. In this context, two
main tasks were emphasised.
First: A new radiometric primary detector standard for wavelengths between 400 nm
and 800 nm, suitable for classical and few photon radiometry, the so-called “Pre-
dictable Quantum Efficient Detector” (PQED) was characterised and validated. For
the validation of the PQED, the relative uncertainties achievable in classical radiom-
etry and, in particular, with cryogenic radiometers had to be reduced to a level of
10−5 with the commissioning of a new cryogenic radiometer facility.
Second: A calibration method for single photon detectors in the visible and NIR has
been used which is based on the unique properties of synchrotron radiation. This
calibration method allows radiometric single photon detector calibrations with the
lowest uncertainties reported so far. This method can be used to calibrate free space
and fibre-coupled single photon detectors traceable to the international system of
units at practically every desired optical wavelength.
With the new cryogenic radiometer, the PQED, and the calibration method based
on synchrotron radiation, the uncertainties in radiometry have been significantly re-
duced in the range from milliwatts of radiant power down to attowatts corresponding




Das Ziel dieser Dissertation ist das Schließen der radiometrischen Lücke zwischen
der klassischen Radiometrie und der Radiometrie im Bereich weniger und einzel-
ner Photonen. In dieser Arbeit wurden dazu zwei wesentliche Themen bearbeitet.
Erstens, die Charakterisierung und Validierung eines neuen radiometrischen Detek-
torprimärnormals für den Wellenlängenbereich von 400 nm bis 800 nm basierend auf
Silizium-Photodioden. Dieses neuartige Primärnormal kann sowohl in der Radiome-
trie im Bereich weniger Photonen als auch in der klassischen Radiometrie eingesetzt
werden, der sogenannte “Predictable Quantum Efficient Detector” (PQED). Der
PQED wurde im Rahmen dieser Arbeit charakterisiert und experimentell validiert.
Für die Validierung war es nötig, die relativen Unsicherheiten der klassischen Ra-
diometrie und insbesondere der Kryoradiometrie, deutlich zu verringern. Mit der
Inbetriebnahme eines neuen Kryoradiometers wurde das Ziel, in den Unsicherheits-
bereich von ca. 10−5 vorzudringen, erreicht.
Zweitens, es wurde eine Kalibriermethode für Einzelphotonendetektoren eingesetzt,
rückgeführt auf das internationale Einheitensystem, die auf den einzigartigen Eigen-
schaften von Synchrotronstrahlung basiert. Diese Methode kann benutzt werden um
sowohl Freistrahl- als auch fasergekoppelte Einzelphotonendetektoren bei praktisch
jeder gewünschten Wellenlänge zu kalibrieren und erreicht im Moment die weltweit
geringsten Messunsicherheiten.
Mit dem neuen Kryoradiometer, dem PQED und dem auf Synchrotronstrahlung
basierenden Kalibrierverfahren sind die erreichbaren Messunsicherheiten in der Ra-
diometrie im Bereich von wenigen Photonen bis zu Strahlungsleistungen im Milli-
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1 Introduction
Major technologies and applications of the twenty-first century, such as information and
communications technologies, earth observation, manufacturing, healthcare, life sciences,
solid state lightning, displays, as well as photonics for safety and security are substan-
tially driven by optical technologies. To gather access to the advantages provided by
optical technologies in each of these fields one needs something to “see” the light. To
see the light, the necessary “eye”, i.e. the photodetector, will be different for the specific
applications depending on wavelength and radiant power. Very often - almost always
- photodetectors in research and development are used as metrological devices, i.e. to
provide quantitative results.
1.1 Background
A current field of research in radiometry is to connect the two different “metrologi-
cal universes”: On the one hand, conventional radiometry at moderate and high radiant
power levels, as it is necessary, for instance, to measure the solar irradiation on the earth
(earth observation), and on the other hand, single photon measurements in the quantum
universe, as it is needed, for example to investigate single atoms or molecules, e.g. in life
sciences. This is a true challenge for the quantitative measurement of electromagnetic
radiation, as more than ten orders of magnitude of radiant power have to be covered. It
is obvious that the detectors made for the two “universes” will be different in many ways
as well. The detector sizes will differ, the detection mechanism will be different, et cetera.
A significant problem that arises from the variety of detector types and the “non-
equivalence” of allegedly identical detectors is the comparability of the quantities mea-
sured with these detectors. The only way to compare, e.g., spaceborne observation results
with measurements on earth, and every comparison between detectors that absolutely
measure a certain quantity, is an uninterrupted traceability chain to the International
System of Units (SI) [1]. If this traceability chain is provided, results obtained, e.g. in
the United States of America, can be compared with results obtained in Germany or
anywhere else in the world. The importance of the scientific field of metrology is easily
underestimated as it is so commonplace for all of us that a screw manufactured in China
will fit into a nut manufactured in Germany.
Indeed, it is no coincidence that the economic growth at the end of the 19th century was
accompanied by the foundation of the first national metrology institutes (NMI) world-
wide and in Germany of the “Physikalisch-Technische Reichsanstalt”, the predecessor
of the “Physikalisch-Technische Bundesanstalt” (PTB), in 1877. At this time, the label
“Made in Germany” was introduced by the “Merchandise Marks Act 1887” [2]. The label
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“Made in Germany” was used intentionally in the British Empire to distinguish between
low quality products produced in Germany from higher quality products produced in
the Commonwealth. However, it became - driven by metrological improvements - one
of the most valuable trademarks worldwide. The metrological work in Germany, led to
the availability of high-quality standards and tools but it also gave a boost to funda-
mental scientific work. The discovery of famous and world-changing physical laws, such
as the laws of thermal radiation marking the starting point of quantum mechanics, was
decisively supported by the researches of Wilhelm Wien, Otto Lummer and Ferdinand
Kurlbaum at the Physikalisch-Technische Reichsanstalt. The work of these pioneers in
the field of radiometry led to the development of an electrically heated blackbody and the
first absolute measuring radiometer based on the electrical substitution principle [3, 4, 5].
Today, the “Calibration and Measurement Capabilities” (CMCs) of the NMIs for the
different quantities can be seen at www.bipm.org. The mass, for instance, can be mea-
sured at PTB with an uncertainty of 2 · 10−10 kg for customer calibrations. These are
very low uncertainties compared with the CMCs for radiometric and photometric units.
At PTB, the spectral responsivity of general photodetectors can be disseminated to cus-
tomers by the use of cryogenic radiometers based on the electrical substitution principle
with an uncertainty of 0.01% at laser lines between 238 nm and 1014 nm. Although
these uncertainties are sufficient for most applications, the relative uncertainties associ-
ated with measurements of radiant power are the highest among the SI units.
In this sense, optically driven technologies lack a set of very low-uncertainty standards
and radiant power scales, traceable to the SI, available to customers and stakehold-
ers to further push the growth of optical and photonics industries. This is of utmost
importance for applications at the single or few photon level, where the traceability
to national standards is often disseminated with uncertainties at the few percent level.
For instance, the emerging field of quantum cryptography and quantum communications
with its high security concerns depends on certified/calibrated systems. For example, the
SARG04-protocol [6], applied in commercial quantum key distribution (QKD) systems,
requires detectors with known detection efficiency to establish secure communication [7].
Therefore, traceable calibration of single photon detectors is a key component for secure
communications for the users of QKD systems. The detection efficiency of detectors
used in a commercial QKD system directly influences the performance and operation
distance of such a system and, hence, it is a crucial figure of merit to compare systems.
To gain further momentum, traceability for the few photon regime has to be established
to provide a worldwide comparability of the techniques and devices. Also spaceborne
applications like space and earth observation gain scientific impact if the optical mea-
surements, that often cover several orders of magnitude of radiant power, are traceable
to the SI. Indeed, to provide traceability to scales for different wavelength ranges from
the x-ray range to mm-waves and radiant power levels from single photons to Watts
is a rather new challenge in radiometry. Especially the traceability to the SI of the
single photon regime is a research topic that gains a lot of interest as the quantum
communication emerges to become a mature industry. These demands led to increased
research efforts on this topic and the achievable uncertainties for calibrations of single
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photon detectors decreased by a factor of about 50 from 10% to 0.18% [8] in the last
25 years. Single photon detectors can be calibrated traceable to primary standards or
primary methods, i.e. traceable to the cryogenic radiometer and, for instance, a primary
calibration method based on spontaneous decays of one photon in an optical parametric
process into a pair of photons.
However, the few photon radiometry is a field that differs from classical radiometry.
While in classical radiometry the radiant power is measured in terms of watt, photons
are counted in the few photon radiometry. “Classical” detectors like photodiodes, ther-
mopiles and cryogenic radiometers are not well suited for radiant power levels in the
few photon regime, thus, special detectors such as single photon detectors and photon
number resolving detectors are used in the few photon radiometry. Most single photon
detectors apply an internal amplification after the absorption of a single photon that has
a much lower noise level than classical detectors. In this amplification process, the infor-
mation on the composition of the detected event, e.g. the number of detected photons
or the arrival time, is usually sacrificed in order to obtain a macroscopic output signal.
The cryogenic radiometer, the most advanced primary detector standard in radiometry,
is normally operated in the radiant power range from 1 µW to 1 mW while single photon
detectors are used for photon fluxes from several photons/s to 108 photons/s, i.e from
approximately 1 aW to approximately 10 pW. Thus, traceability of radiant power mea-
surements covering at least six orders of magnitude of radiant power have to be achieved
with a significant reduction of uncertainties to bridge the radiometric gap.
Finally, the Candela is the only SI unit that provides a direct link to biology (especially
life sciences). Hence, lower uncertainties in radiometry and photometry will enable a
higher quality of life as light sources and ambient conditions can be more accurately
adjusted to suit one of the most important human senses: vision.
1.2 Aim of this Work
The aim of this work was the reduction of the uncertainties associated with the measure-
ment of radiometric units in classical and few / single photon radiometry and to bridge
the radiometric gap between the mature classical radiometry based on radiant power
measurements and the emerging field of few photon / single photon radiometry. As will
be shown in the following chapters, these two goals are inseparably linked and interdepen-
dent. In order to reduce the uncertainties in radiometric measurements a new primary
detector standard for measurements in the wavelength range from 400 nm to 800 nm,
the “Predictable Quantum Efficient Detector” (PQED) based on photodiodes with a sur-
face charge induced n-p-junction [9] was developed within a cooperation of five national
metrology institutes, namely, Mittatekniikan keskus Finland (MIKES), Physikalisch-
Technische Bundesanstalt (PTB), Istituto Nazionale di Ricerca Metrologica (INRIM),
Central Office of Metrology (AS METROSERT), and the Norwegian Metrology Ser-
vice (Justervesenet). The development, simulation and validation of the PQED was one
of the major subjects of the joint research project ‘The Quantum Candela” (“Candela”
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project) within the European Metrology Research Programme. The design and construc-
tion was realised by MIKES. The simulation of the response to optical radiation was done
by Justervesenet and Metrosert. The experimental characterisation and validation of the
single photodiodes and the PQED itself was the task of PTB. INRIM supervised the
work. The PQED has been absolutely characterised within this thesis. Finally, the de-
velopment was an iterative process that merged the contributions of the five NMIs. The
focus of the measurements presented in this thesis is put on electro-optical properties of
single induced n-p-junction photodiodes and the PQED. These results were needed as in-
put for the modelling and the experimental validation of the external quantum efficiency
as well as for design improvements. The design of the detector and its components are
expected to enable measurements of radiant power with a relative uncertainty of 1 ppm
(ppm = parts per million) as a long-term objective. To reach this low uncertainty level,
the internal and external quantum efficiency of this detector has to be predicted with
uncertainties at the ppm level and to be validated with equally low uncertainties.
For this purpose, the new cryogenic radiometer of PTB, that has been set-up in parallel
to this work, has been equipped with a measurement setup to accommodate the PQED
with the aim to significantly reduce the uncertainties when calibrating photodetectors
against a cryogenic radiometer. Absolute radiometers based on the electrical substitu-
tion principle are used at the radiometric labs of PTB for more than hundred years.
The aim to improve and to apply electrical substitution radiometers at the PTB follows
a tradition of radiometric developments that goes back to the foundation times of the
Physikalisch-Technische Reichsanstalt. The principle of electrical calibrated substitution
radiometers has been invented here around 1891 [3] and was used to discover Wien’s ap-
proximation [10] and eventually lead to the formulation of Planck’s law [11].
Since the PQED is made of cryogenic photodiodes, which reduces the noise of the detec-
tor by several orders of magnitude, this type of detector has a sufficiently large dynamic
range for the possible use as the only primary detector standard operating in both,
the “classical” radiant power measurement regime as well as in the few photon regime
where photon counting detectors are used. Thus, the PQED has the unique potential
to notably reduce the level of uncertainty in radiometry and, furthermore, to bridge the
radiometric gap with a primary detector standard. Hence, the PQED may make possible
traceable calibrations of single photon detectors directly to a primary standard.
Two methods have been used to bridge the radiometric gap in this work. First, the
so-called substitution method [12], where the reference detector and the single photon
detector to be calibrated are irradiated with the same photon flux sequentially. If the
PQED is used as a reference detector single photon detectors can be directly calibrated
against a primary detector standard with this method. This will tremendously simplify
the availability of radiant power scales for stakeholders and NMIs at the few photon level.
In addition, a new method, that has been developed within the framework of this thesis,
has been used, based on the unique properties of synchrotron radiation [13, 14]. The
possibility to use synchrotron radiation to calibrate photon counting detectors traceable
to CR in the spectral range from UV radiation to X-rays has been shown before [15, 16].
The advantage of this method is the operation of the single photon detector, as well as
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the reference detector, under the best suitable power level conditions for the correspond-
ing devices. For the work presented here, the synchrotron radiation based method [15]
was adopted for the requirements of optical radiometry with the aim to further reduce
the uncertainties achievable when calibrating single photon detectors. This method was
used for calibrations in the visible and in the near infrared. The PQED could be used for
this method, as well, and, thus, would simplify the traceability chain for the synchrotron
method, too.
1.2.1 Objectives
In order to reduce the uncertainties associated with the measurement of radiometric
and photometric units in the classical and the few photon radiometry and to bridge the
radiometric gap the following objectives have to be accomplished to serve the aims of
this work.
• To achieve low uncertainties in radiometric measurements a suitable radiation
source is mandatory. To fulfil the demanding goals of this thesis, a power sta-
bilised laser source has to be developed that enables radiometric measurements at
the 10 ppm level.
• The photodiodes to be used in the PQED have to be characterised. To characterise
the single photodiodes a facility to measure the uniformity of the relative spectral
responsivity has to be setup. Furthermore, a facility to measure the linearity of
the spectral responsivity has to be adopted to be compatible with the PQED,
the power stabilised DFB laser and the necessary measurement equipment such as
transimpedance amplifiers.
• For the fabrication and simulation of the photodiodes produced for the PQED
several additional characterisation measurements have to be performed. For in-
stance, the dependence of the photocurrent on the applied bias voltage and the
temperature of the photodiodes has to be measured with high accuracy.
• The facility to accommodate the new cryogenic radiometer of PTB has to be set
up. Additionally, an uncertainty budget of the new cryogenic radiometer facility
has to be compiled based on a thorough characterisation of the facility.
• The PQED has to be validated by verifying the predicted spectral responsivity of
the PQED by measurements with the new cryogenic radiometer of PTB with an
uncertainty of the validation of the order of tens of ppm.
• An uncertainty budget of the validation of the PQED with the new cryogenic
radiometer facility has to be compiled.
• The experimental results obtained in this work have to be evaluated and merged
to provide input for the development of the PQED and to prove the feasibility of
this new detector to be used as a primary standard.
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To bridge the radiometric gap by means of synchrotron radiation four objectives have
to be fulfilled:
• The types of single photon detectors to be calibrated in terms of detection efficiency
have to be chosen. Furthermore, the single photon detectors to be calibrated have
to be characterised in order to achieve a reduced calibration uncertainty.
• Calibration setups have to be established and characterised to enable the calibra-
tion of fibre-coupled and free space single photon detectors by means of synchrotron
radiation.
• The photon statistics of the synchrotron radiation source used in this work has
to be determined. The uncertainty associated with the emission statistics of the
radiation can become dominant depending on the actual calibration conditions.
• An uncertainty budget for the radiometric calibration of single photon detectors
by means of synchrotron radiation has to be compiled.
1.2.2 Outline
In chapter 2, the achieved necessary improvements of the radiometric tools and of the
radiant power scales within this work are described. The improved radiant power scales
are provided by the new cryogenic radiometer of PTB and the PQED, the newly devel-
oped and only potential primary detector standard suitable for the use both n the few
photon radiometry and the classical radiometry. To predict the spectral responsivity
of the PQED, the internal quantum deficiency [17] and the reflectance losses have been
simulated [18]. This prediction is validated by characterising a set of single photodiodes
as they are built into the PQED and by measurements with the new cryogenic radiome-
ter of PTB [19] to compare the predicted and measured external quantum deficiency.
This comparison with the cryogenic radiometer is of utmost importance. It is the only
experimental method to validate the prediction with experimental uncertainties that are
similar to the uncertainties of the prediction. Furthermore, it is a prerequisite for the
validation of every primary standard to be compared with other primary standards of
the same quantity.
In chapter 3, the radiometric gap is bridged. Two established methods, based on sponta-
neous parametric down conversion [20, 21] and the so-called “substitution” method [12]
are described with own experimental results for the latter one. In addition, a method
for the traceable calibration of single photon detectors in the visible and near infrared
based on the properties of synchrotron radiation is introduced [13].
In chapter 4, a conclusion on the methods and devices used and developed in this work
is given.
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An absolute radiant power scale is needed for, e.g. radiometry, photometry, and radi-
ation thermometry. It can be based on absolute radiation sources like electron storage
rings [22] or calculable blackbodies [23] operated as primary source standards, but also
on absolute detectors like cryogenic electrical substitution radiometers [24] and detectors
with predictable quantum efficiency. When the use of the p-n-junction in silicon as a
primary detector standard was proposed by Jon Geist in 1979 [25], the two most im-
portant approaches to absolute radiometry, i.e. electrical substitution radiometers and
photodiodes with calculated response, were similar in terms of achievable uncertainties.
An important improvement of absolute radiant power measurements was achieved with
the introduction of cryogenic electrical substitution radiometers in the late 1980s [26].
This type of radiometer reduced the uncertainty of radiant power measurements by more
than one order of magnitude down to about 0.01%.
A recent trend in optical radiometry, followed by this work, is to use the advanced
software models and the experiences in semiconductor processing to develop primary
detector standards made from silicon photodiodes.
Chapter 2.1 gives an introduction into detector based radiant power scales.
In chapter 2.2 the development and characterisation of a power stabilised laser radiation
source, a prerequisite for the reduction of radiometric uncertainties, is described.
Chapter 2.3 describes the improvement of the new detector based radiant power scale
of PTB, based on a state-of-the-art cryogenic radiometer, which is necessary for the
ultra-low uncertainty validation of the potential primary detector standard based on
custom-made silicon photodiodes, the so-called “Predictable Quantum Efficient Detec-
tor” (PQED). The PQED and its experimental validation is described in chapter 2.4.
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2.1 Current State of Detector Based Radiant Power Scales
Optical detectors are mainly divided into two types: thermal detectors, that sense a
change of temperature and quantum detectors that generate charge carriers after photon
absorption. A widely used example for a quantum detector is a photodiode [27], i.e. a
photo detector based on the inner photoeffect [28], while pyroelectric radiometers and
bolometers are grouped as thermal detectors. Thermal detectors have a spectrally flat
responsivity which facilitates the use as absolute detectors to realise radiant power scales.
The advantage of quantum detectors is their high-speed response and higher signal to
noise ratio as compared to thermal detectors.
2.1.1 Detectors with Predictable Quantum Efficiency
The use of the quantum efficiency of the p-n-junction as an absolute radiometric stan-
dard was proposed by Jon Geist [25] in the late 1970s. At this time the uncertainties
that were stated for the prediction of the photodiode’s response to optical radiation were
lower than the uncertainty of 0.3% achievable with state-of-the-art electrical substitution
radiometers [29].
The prediction of the spectral responsivity of the photodiode can be based on two dif-
ferent approaches:
• Self-Calibration [29, 30, 31]: Here the losses in the front region and the bulk region
of the photodiode are determined by applying a bias voltage minimising the internal
losses due to recombination of radiation generated electron-hole pairs. The losses
can be calculated from the ratio of the photocurrent with and without reverse
bias. Nevertheless some values needed for this method have to be calculated by
simulating the values for an ideal photodiode [30]. With this method the spectral
responsivity of a silicon photodiode can be determined with a relative standard
uncertainty of 3.5 · 10−4 [30].
• Simulation of detector response: Here the losses, like the reflectance of the pho-
todiode, the internal quantum deficiency, i.e. the recombination of electron-hole
pairs, etc., of the photodiode are used to model the response of photodiodes to
radiation. The measurement of the reflectance is straight forward. The internal
quantum deficiency is obtained by solving drift-diffusions-equations of the photo-
diodes [32]. To improve the accuracy of the model it is advantageous to apply
this method to detectors with very low losses and a simple structure like photo-
diodes with an induced junction (inversion layer photodiodes) [9] as proposed in
[31]. The relative standard uncertainty of the calculation of the internal quantum
deficiency has been estimated in [32] to 9%. However, the resulting internal quan-
tum deficiency of high quality silicon photodiodes is well below 1% and, thus, the
combined standard uncertainty, including the uncertainty of the reflectance, etc.,
of this method is 9 · 10−4 and, thus, similar to the self-calibration method.
In this work the latter approach is pursued to obtain an absolute detector with pre-
dictable quantum efficiency, the PQED (see chapter 2.4). The improved software mod-
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els available [17] may eventually make possible primary detector standards based on
photodiodes with equal or lower uncertainties as they occur in the classical cryogenic
radiometry.
2.1.2 Cryogenic Electrical Substitution Radiometer
Cryogenic electrical substitution radiometers (cryogenic radiometer) are the most ad-
vanced primary detector standard to establish radiant power scales from the X-ray to
the NIR [24, 33, 34, 35, 15, 36, 37, 38, 39] as they enable radiometric measurements with
the lowest uncertainties. Even the feasibility to work as primary standard for terahertz
radiation has been studied [40] and the traceability of the terahertz radiant power scale
of PTB is provided by a cryogenic radiometer as described in [40]. A review of the
evolution of and operation principle of absolute radiometers going back to the year 1797
can be found in [41] and [42].
In principle, an electrical substitution radiometer is a thermometer which measures a
temperature rise due to the absorption of radiant power (see Figure 2.1). This radiant
heat sink
temperature T ≈ 4 K






Figure 2.1: Schematic of the operation principle of an electrical substitution radiometer
(see text). A detailed description is given in chapter 2.3.
power is substituted by electrically heating the detector to the same temperature. Thus,
the traceability of the radiant power measurement to the SI is obtained from the equiv-
alence of radiant power and electrical heating power. The detector, i.e. the receiving
cavity, is connected to a constant temperature heat sink at a reference temperature Tref
with a thermal conductance Gth. A radiant flux Φ incident on the cavity gives a tem-
perature rise of T − Tref = Φ/Gth. This equation only holds if losses can be neglected.
In this case, the radiant power is given by Φ = i2hR, with ih the current to maintain
temperature stability and R the resistance of the heater. Below 100 K, the temperature
of the cavity is typically measured with Germanium Resistance Thermometers (GRTs)
which are very sensitive in the temperature range from 1 K to 10 K.
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The challenge in operating electrical substitution radiometer is to characterise the losses
precisely in order to apply the appropriate corrections to the power equivalence rela-
tionship [43]. There exist several systems working at room temperature such as the
PMO6 system [44] and the membrane type electrical substitution radiometer described
in [45]. However, the lowest experimental uncertainties can be achieved with cryogenic
radiometer [26, 46, 47] as, for instance, the Cryorad III system which was used in the
experiments described in this work. The operation of a cryogenic radiometer is more
complicated in terms of operation and needed infrastructure such as, for instance, to
provide the availability of liquid nitrogen and liquid helium. The lower uncertainties of
cryogenic radiometer are not achieved by a higher sensitivity of the detector or a lower
intrinsic noise level, but by the smaller corrections needed, because of less radiative or
convective losses. The main design goal of a electrical substitution radiometer is to have
as small and as few corrections as possible. The uncertainties, commonly achieved with
the PMO6 system are of the order of 0.06% [44] while cryogenic radiometer can measure
the radiant power at discrete laser lines with uncertainties of about 0.003% [47]. The
main corrections and uncertainties of cryogenic radiometer and how they can be mea-
sured and reduced are described in chapter 2.3.1 using the example of a new cryogenic
radiometer of PTB.
2.1.3 Trap Detectors as Transfer Standards
Trap detectors (see Figure 2.2) built from silicon photodiodes and calibrated against pri-
mary detector standards are the most common choice for secondary/working or transfer
standards in the wavelength range from 400 nm to about 1000 nm. The properties of
these detectors have been intensively studied in terms of linearity, polarisation depen-
dence, spectral responsivity, reflectance and temporal stability [24, 48, 49, 50, 51, 52].
This type of detector makes radiant power measurements possible with low uncertainties
as it incorporates the following qualities:
1. High external quantum efficiency of more than 99% in the visible wavelength range
2. High uniformity of the spectral responsivity in the central area of the detector of
0.02% or better
3. Low polarisation dependence of the spectral responsivity
4. High temporal stability in the visible wavelength range allowing for re-calibration
periods of two years or more depending on the required uncertainties
Furthermore, trap detectors have been used in this work as monitor detectors and as feed-
back detectors for the different laser stabilisation systems used in this work, especially
the system described in chapter 2.2.
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Figure 2.2: Schematic of a three-element reflection trap detector and the path of light
(red line) inside the trap detector.
Modelling of the Spectral Responsivity of Silicon Photodiodes
The spectral responsivity S(λ) of a detector is defined as
S(λ) = DO(λ)
P (λ) . (2.1)
with DO(λ) the detector signal and P (λ) the incident radiant power. If there is a
detector signal without optical radiation, than DO(λ) is given by:
DO(λ) = SIGilluminated − SIGdark (2.2)
with SIGilluminated the detector signal with optical radiation and SIGdark the detector
signal without optical radiation.
11
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For a photodiode, S(λ) becomes
S(λ) = eQE · λ · e
h · c
≈ eQE · λ1240 nm ·
A
W (2.3)
with eQE the external quantum efficiency, λ the incident wavelength, e the elementary
charge, h the Planck constant and c the speed of light. The external quantum efficiency
is given by the ratio of incident photons to the number of photon generated charge
carriers detectable with the external measurement circuit.
The spectral responsivity S(λ) of a detector can be directly measured with a cryogenic
radiometer from the ratio of the photocurrent I of the detector and the spectral radiant
power P , measured with the cryogenic radiometer (see also chapter 2.4.2). If the external
quantum efficiency, and thus, the spectral responsivity is known for all wavelengths of
interest, a radiant power scale can be provided by photodiode based detectors.
If the spectral responsivity S(λ) has only been determined at certain laser lines, the value
for S(λ) has to be interpolated for wavelengths in between. This approach to estimate
the external quantum efficiency of photodiodes is different to the self-calibration and
the simulation of the detector response. At PTB a physical model, which was originally
developed by Gentile et al. [53], is used to interpolate the external quantum efficiency
of silicon photodiode trap detectors. It can be applied to detectors based on silicon
photodiodes for wavelengths above 400 nm up to about 1000 nm. According to [25] the






if the absorption coefficient α(λ) and the collection efficiency P (x) are known.
The collection efficiency is a function of the distance from the photodiode surface x and
describes the fraction of generated excess charge carriers that reach the p-n-junction, to
be separated there and, thus, contribute to the photocurrent. P (x) is approximated by
a simple model [54], starting with a collection efficiency, Pf, at the SiO2/Si interface (see
Figure 2.4 and 2.3). The value of Pf increases linearly with depth and reaches unity at
the p-n-junction of the photodiode at depth t. Behind the p-n-junction the collection
efficiency linearly decreases until it reaches the bulk value Pb of silicon at depth D which
is maintained up to the rear surface. Assuming that each absorbed photon generates
not more than one electron-hole pair, the resulting spectral responsivity S(λ) is given
by:
S(λ) = [1− r(λ)] · ηi(λ) · nair · λ · e
h · c
(2.5)
with r(λ) the reflectance of the detector, nair the index of refraction of air, e the ele-
mentary charge, h Planck’s constant, c the speed of light and λ the wavelength in air of
the radiation. In the visible wavelength range, this interpolation allows the estimation
of S(λ) with uncertainties down to 0.02 % [23]. However, for wavelengths in the UV
and NIR this method is not sufficient to estimate the external quantum efficiency of
transfer standards in between the wavelengths where the spectral responsivity has been
12











Figure 2.3: Cross section of a typical silicon photodiode. At the Si-SiO2 interface, located
at the intersection of the passivation layer and the bulk silicon, the collection








Figure 2.4: Collection efficiency of a silicon p-n-photodiode as a function of distance from
the front surface (see text).
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measured with cryogenic radiometer. To calibrate photodetectors without the need of
interpolation between the laser lines, monochromator based cryogenic radiometer are
used. At PTB, the so-called “CRI”-facility, has been developed to calibrate detectors in
the UV and NIR by means of monochromatised broadband radiation [37].
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2.2 Development of a Laser Source for Measurements at the
10 ppm Standard Uncertainty Level
A stabilised laser source is key to many aspects of radiometry. It is crucial for mea-
surements of quantities such as the uniformity of the relative spectral responsivity of
photodetectors, the nonlinearity, or the calibration of detectors against a cryogenic ra-
diometer if low uncertainties are required (see chapter 2.4). All of these tasks are strongly
affected by radiant power noise.
For the electro-optical characterisation of the PQED, a stabilised laser source had to
be developed which enables radiometric measurements with uncertainties at the ppm
level. While the demand for power stabilisation is ubiquitous the request for wavelength
stability is relaxed. A slight change in the laser wavelength introduces only a minor un-
certainty at measurements of, e.g., the relative spectral responsivity. According to (2.3),
a change of the laser wavelength by 0.001 nm changes the measured spectral responsivity
of a photodiode based detector, at a wavelength of 760 nm by approximately one ppm.
The experimental requests on the radiometric laser source, for the characterisation and
validation of the PQED, are a relative standard deviation of the measured laser power
of better than 10 ppm for a period of 30 minutes and a wavelength change of less than
0.001 nm. The laser setup, developed to fulfil these requirements based on a distributed-
feedback-(DFB)-laser (see for instance reference [55]) is described below. A diode laser
system can be power stabilised by directly modulating the laser diode current. Laser
diodes have a monotonous and, far beyond the laser threshold, an almost linear depen-
dence of laser power and driving current. Hence, they offer a simple way of modulating
and stabilising the laser power. The stabilisation frequency is depending on the laser
diode driver and the controller that generates the modulation signal. Typical modu-
lation frequencies are in the range from 0 Hz to 100 kHz. However, a modulation of
the laser diode current can change the emitted wavelength and, hence, this method is
not feasible for applications that require a wavelength stability of typically more than
1 pm. Furthermore, a change of the laser current can trigger a so-called “mode-hop”,
i.e. an erratic fluctuation of the laser wavelength and power. The DFB laser was chosen,
because the grating in this type of diode laser, enables the tuneability of the laser diode
current and, hence, the laser power over a wide range without “mode-hops”.
2.2.1 Setup of the Power Stabilised Laser Source
The schematic of the setup of the power stabilised laser source is shown in Figure 2.5.
The laser diode current is provided by a Newport 505B laser driver. The temperature of
the laser diode is set to a value of 5 ◦C with a Newport 350B temperature controller. The
operation of the laser diode at a temperature of 5 ◦C increases the stability of the emitted
radiant power, which becomes less sensitive for changes in the ambient conditions and,
in addition, increases the output power. The polarisation state of the beam is adjusted
by a wave plate. The laser radiation output of the DFB-laser with a wavelength of
760 nm is expanded [56] with a spatial filter to about 4 mm to resemble the calibration
conditions at the new cryogenic radiometer facility of PTB (see chapter 2.3). Wedged
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Figure 2.5: Schematic of the stabilised laser source. The laser beam of the DFB-laser
with a wavelength of 760 nm is expanded with the spatial filter to a diameter
of about 4 mm. Wedged glasses are used to decouple a fraction of the laser
radiation for the feed-back-monitor and the out-of-loop-monitor.
glasses are used to decouple a fraction of the laser radiation (see Figure 2.6) for the feed-
back-monitor and the out-of-loop-monitor. The output signal of the feed-back-monitor
is used to modulate the laser diode current. The signal of the out-of-loop-monitor is used
to correct for changes of the radiant power of the laser close to the out-of-loop-detector.
The feed-back-monitor is a custom made, temperature controlled, trap-detector with
integrated current-to-voltage converter. The out-of-loop detectors are trap detectors
made of S1337 photodiodes from Hamamatsu Photonics K.K., Japan and are used in a
power regime where no non-linearities should occur, i.e. below 0.8 mW [57]. The output
of the feed-back-monitor is fed into a custom made laser power controller that directly
modulates the driving current of the laser diode. To stabilise the laser radiant power,
the voltage of the feed-back-monitor is compared with a low noise temperature stabilised
voltage source within the laser power controller. The wanted radiant power of the laser
is measured with an out-of-loop trap-detector and monitored with an out-of-loop trap
detector. The out-of-loop-detector and out-of-loop-monitor, used as substitutes for the
PQED and monitor during the characterisation and validation measurements of the
PQED, are fed into low noise current-to-voltage converters and are read out by two
synchronised Agilent 3458A digital multimeter.
2.2.2 Characterisation of the Power Stabilised Laser Source
Directly modulating the laser diode current leads to a shift of the emitted laser wave-
length. The dependence of the wavelength on the laser diode current was studied sep-
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Figure 2.6: Photograph of the laser stabilisation setup with M the mirrors, WP the
λ/2-wave-plate to control the polarisation direction, SF the spatial filter,
WG the wedged-glass decoupler for the feed-back-monitor and FB-D the
feed-back-monitor.
arately. A Burley spectrum analyser was used to measure the wavelength shift caused
by adding a given current to the laser driving current. The laser driver is equipped
with an external current modulation input. This input is internally connected in series
with a high quality resistor and, thus, produces a current proportional to the applied
external modulation voltage. The transfer function, that relates the wavelength shift
and the applied modulation voltage was measured in 10 mA steps and at laser diode
temperatures of 5 ◦C and 25 ◦C. The measured transfer function for the current induced
wavelength change at a laser diode temperature of 5 ◦C by applying a voltage to the
external modulation circuit of the laser driver is given by
∆λ
∆U = (0.036± 0.001)
nm
V . (2.6)
However, for a well prepared setup, i.e. a cleaned beam profile, clean mirrors and proper
alignment, the modulation current of the laser diode can become small and, hence, the
resulting wavelength fluctuation. Figure 2.7 shows the wavelength shift which was cal-
culated according to (2.6) for a typical measurement condition within a time span of
4 s. The standard deviation of the wavelength was calculated to 0.0014 pm. For the
17
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Figure 2.7: Calculated relative change of the emitted laser wavelength due to the mod-
ulation of the laser diode current for a period of 4 seconds. The wavelength
change was calculated with (2.6) and the output signal of the laser power
controller that directly modulates the laser diode current. The change is well
below 0.001 nm and is therefore negligible.
application as a radiation source for radiometric measurements, this value is negligible
and far better than what is necessary to characterise the PQED.
To determine the radiant power noise, the output of the current-to-voltage converters
connected to the the out-of-loop-detectors was measured for a period of 30 minutes (see
Figure 2.8). In addition, the same measurement was performed without external stabili-
sation using only the built-in current stabilisation of the laser driver (see Figure 2.9). For
each measurement point, the photocurrent has been integrated over a period of five power
line cycles, i.e. 0.1 s. In that way, influences coming from mains hum are minimised.
As shown in Figure 2.9, the external stabilisation reduces the power noise of the wanted
signal by a factor of approximately 50. The relative standard deviation of the power of
the wanted laser radiation within 30 minutes was determined to be σ30 min = 4.3 · 10−6
and σ300 min = 7.34 · 10−6 for five hours of measurement. This is sufficient for the aims
of this work and, thus, this setup was used for the characterisation and validation of the
PQED and to bridge the radiometric gap with the “substitution-method”.
18
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Figure 2.8: Relative change of the laser power of the stabilised laser radiation measured
with the out-of-loop-detector and normalised by the signal of out-of-loop-
monitor (see Figure 2.5).






















Figure 2.9: Comparison of the relative change of the laser power with external stabil-
isation (red points) and without external stabilisation (green points). The
external stabilisation reduces the noise by a factor of approximately 50.
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2.3 Improving Cryogenic Radiometry
Cryogenic radiometers are on top of a typical traceability chain in radiometry and pho-
tometry. The “detector radiometry” group in the division “7. Temperature and Syn-
chrotron Radiation” of the Physikalisch-Technische Bundesanstalt, where the work for
this thesis was done, uses cryogenic radiometers as primary standards for more than
20 years to maintain the spectral radiant power scale from 200 nm to 2000 nm and to
calibrate secondary transfer standards.
On the one hand, cryogenic radiometers enable measurements of the spectral radiant
power with lowest uncertainties if sufficient radiant power is provided by, for instance,
laser sources.
On the other hand, continuously tuneable continuous wave laser radiation is not feasibly
available for all wavelengths. Thus, for the calibration of photodetectors in the wave-
length range from 400 nm to 1015 nm, a laser based cryogenic radiometer is used, where
the spectral responsivity of the devices under test (DUTs) is interpolated in between the
laser lines, as described in chapter 2.1.3. The total relative standard uncertainty of the
spectral responsivity at the laser lines in the visible and NIR is u = 10−4.
To validate the PQED as a primary detector standard it is necessary to perform a com-
parison with another primary detector standard. For an established primary standard,
like a cryogenic radiometer, this direct comparison validates the equality of the measure-
ment result of the observed quantity among the other primary standards. For a primary
standard which is in development, like the PQED, the direct comparison with an es-
tablished primary standard is necessary to create input for the design and development
of this kind of detector and to give momentum for the acceptance of this new detector.
However, the level of uncertainties commonly achieved with cryogenic radiometers is not
sufficient to give input for the simulation of the external quantum deficiency and for the
validation at the level of uncertainty claimed for the PQED.
In this section the improvements of the new primary detector standard for spectral radi-
ant power of Germany in the wavelength range from 400 nm to 1100 nm, the Cryogenic
Radiometer Calibration Facility (CRCF), are described with the aim to significantly
reduce the level of uncertainty when calibrating photodetectors down to a level that is
necessary for the validation of the PQED. In addition, the uncertainty budget of the
CRCF is compiled, which is a prerequisite for the application of this new calibration
facility with reduced uncertainties. Furthermore, the uncertainty budget is necessary
for a conclusive validation of the PQED and to prove the agreement, of the established
cryogenic radiometer and potential primary detector standard PQED, at a high level.
2.3.1 Improving the Primary Standard for Radiant Power Measurements of
PTB
The Cryogenic Radiometer Calibration Facility (CRCF), a laser based cryogenic ra-
diometer calibration facility (see Figure 2.10), is meant to replace the existing primary
detector standard facility, based on a cryogenic radiometer as described in [26], devel-
oped more than 20 years ago. The design and efforts made to reduce the uncertainties
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from approximately 10−4 at the former cryogenic radiometer facility to uncertainties of
the order of 10−5 at the CRCF are presented below.
Design of the Cryogenic Radiometer Calibration Facility
The fundamental design of the CRCF is based on the idea to reduce the uncertainty
contribution of the Brewster-window in front of the entrance of the cryogenic radiome-
ter. A CAD picture and a photograph of the CRCF are shown in Figure 2.10. The
concept of the CRCF is borrowed from two monochromator-based facilities [59, 60] and
a laser-based facility [61]. It has been adopted for the needs of laser-based radiometry at
PTB to reach the designated uncertainty of the order of 10−5. Since there are only two
remaining manufacturer for cryogenic radiometer, namely the “National Physics Labora-
tory” (NPL) and “L-1 Standards and Technology, Inc.”, the “CryoRad III” (C3) system
from L-1 (New Windsor, Maryland, USA) was chosen. The C3 system allows measure-
ments with a higher sensitivity and lower noise floor than the mechanically cooled NPL
system [47] due to the lower operating temperature of down to 2 K.
The laser radiation enters the system via a fixed Brewster-window. The cryogenic ra-
diometer, the detector chamber containing the DUTs, and the spare port are connected
to the distribution chamber via CF-vacuum-tubes allowing operation of the whole sys-
tem in the ultra high vacuum (UHV) regime. These devices are mounted on a movable
plate that can be rotated on an axis positioned between the distribution chamber and
the fixed Brewster-window (see Figure 2.10(a)) to irradiate the cryogenic radiometer and
the DUTs sequentially and at the same position relative to the laser beam.
Measurement Procedure
To calibrate the DUTs, power stabilised lasers are used as radiation sources. The laser
radiant power is monitored with a silicon photodiode based three-element trap detector
to correct for any change of the radiant power during the measurement. The radiant
power is measured with the absolute detector, the cryogenic radiometer, by substituting
the radiant power with electrical power (see chapter 2.1.2). An optical shutter is used to
determine the heater power of the cryogenic radiometer with (Prad) and without (Pdark)
optical radiation. The radiant power is then given by: Plaser = cf · (Pdark − Prad) with
the correction factor cf that contains the corrections as described in chapter 2.3.2.
After the radiant power was measured, the system moves the DUTs into the beam
and the photocurrent caused by optical radiation is determined from the difference
of the photocurrent measured with (Irad) and without optical radiation (Idark) giving:
I(λ, P ) = Irad(λ, P ) − Idark. This procedure is repeated several times and the spectral
responsivity is determined from S(λ) = cf · I(λ, P )/Plaser.
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(a)
(b)
Figure 2.10: CAD picture (Figure 2.10(a)) and photograph (Figure 2.10(b)) of the cryo-
genic radiometer facility set-up in the “detector radiometry” group of PTB.
The CAD picture [58] shows the Brewster-window (a), the cryogenic ra-
diometer (b), the detector chamber (c) containing the detectors to be cali-
brated (DUTs), the cryostat of the “Predictable Quantum E cient Detector
(PQED)” (see chapter 2.1.1) at a spare port (d), the distribution chamber
(e) and the bearing (f). The laser radiation enters the setup through the
fixed Brewster-window (a) and is then directed onto the cryogenic radiome-
ter and the DUTs by moving the table around the axis (f). The photograph
shows the cryogenic radiometer (b), the Predictable Quantum E cient De-
tector (d), the detector chamber (c), and the distribution chamber (e).
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2.3.2 Uncertainty Budget of the Radiant Power Measurement with the
CRCF
To be operated as a primary detector standard for spectral radiant power measurements,
the CRCF has to be characterised, i.e. the correction factors and operation parameters
have to be determined, and an uncertainty budget has to be compiled. The uncertainty
budget is mandatory to obtain meaningful results with the CRCF and to document
the improvements achieved within this work. Furthermore, the uncertainty budget is
a prerequisite for the validation of the PQED with low uncertainties, i.e. to show the
agreement between the existing primary standard, the cryogenic radiometer, and the
potential primary standard, the PQED, at a high level.
The radiant power outside the cryogenic radiometer can be obtained from the substituted
electrical power by applying the correction factor cf. The correction factor cf is given by
cf = cca · cbw · csl (2.7)
with cca the correction factor for the cavity absorptance, cbw the correction factor for
the Brewster-window transmittance, and csl the correction factor for stray light. The
contributions to the uncertainty budget of the CRCF when measuring the radiant power
behind the last aperture in front of the cavity, like absorptance of the cavity, non-
equivalence, noise or the Brewster-window, are discussed below.
L=34.15 mm
2R=8 mm
Figure 2.11: Drawing of the cavity and the laser beam path of the new cryogenic ra-
diometer of PTB. The laser beam hits the cavity surface in a distance of
L = 34.15 mm from the opening aperture (2R = 8 mm). The overall length
of the cavity is 51.41 mm.
Cavity Absorptance
The correction cca = a−1, associated with the absorptance a of the cavity, is the most
fundamental correction factor and, thus, crucial for the radiant power measurements
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with a cryogenic radiometer. The absorptance can be measured with an integrating
sphere collecting the reflected radiation from inside the cavity. A description of this
method can be found in [62]. The cavity of the CRCF-cryogenic radiometer is made
of copper with a wall thickness of 0.05 mm with gold plate outside (see Figure 2.12).
The inside of the cavity is painted with Chemglaze Z302. The path of light inside the
Figure 2.12: Picture of the inside of the new cryogenic radiometer of PTB. The cavity of
the cryogenic radiometer of the CRCF is irradiated with laser radiation (red
line) through a set of baffles inside the pipe to suppress stray light and
thermal radiation detectable with the cavity.
cavity is shown in Figure 2.11. The radiation is specular reflected 13 times inside the
cavity and, hence, the specular reflection losses can be neglected. Thus, the exiting
radiation, caused by the absorptance of the cavity smaller than unity, is dominated by
the diffuse reflected radiation inside the cavity. The absorptance of the cavity has been
measured by the manufacturer to be a = 0.999975 with a relative standard uncertainty
of 1.23 · 10−6 [63].
When the CRCF will replace the former facility as a primary detector standard, the
absorptance of the cavity needs to be validated traceable to the SI. However, it was not
possible to perform this validation within the framework of this thesis. To theoretically
estimate the order of magnitude of the absorptance a of the cavity an approximation
[26] was used here:
a ≈ %wcosθR2/(R2 + L2) (2.8)
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with θ the angle of incidence of the beam at the rear wall, %w the hemispherical diffuse
reflectance of the wall, L the distance along the cavity axis from the entrance aperture to
rear wall, and R the radius of the entrance aperture. The values used for the calculation
are: %w = 0.008 [64], θ = 75◦, L = 34.15 mm and R = 4 mm (see Figure 2.11).
This approximation yields an absorptance of the cavity of 0.999972 which is in good
agreement with the result 0.999975 of the measurement performed by the manufacturer.
Nevertheless, this value will be measured at a later time as a part of the validation process
of the new cryogenic radiometer. The uncertainty of the absorptance a is estimated to
50% of the reflection losses measured by the manufacturer, i.e. u(cca) = 13 ppm.
Non-Equivalence
The non-equivalence of a cryogenic radiometer is the difference in optical and electrical
heating of the cavity. At low temperatures, the thermal diffusivity increases while the
specific heat capacity decreases [65], i.e. there is practically no temperature gradient on
the cavity. This leads to an almost perfect equivalence of electrical and optical heating
of the detector even if the heater is at a different position than where the absorption
takes place. The standard heater is located at the position where the radiation hits
the cavity wall for the first time and most of radiant power is transferred into heat.
An additional heater is placed close to the entrance of the cavity and, thus, further
away from the position where the radiation is absorbed. Hence, the difference between
electrical and optical heating during a radiant power measurement is always smaller
than the measured non-equivalence between standard and additional heater. The use of
superconducting leads to the heating element insures that all the heat is generated in
the heater. The non-equivalence of the cavity of the CRCF cryogenic radiometer was
determined by comparing the heating power necessary to maintain a certain temperature
with the standard heater and with the additional heater. The results of this comparison
can be found in Table 2.1 and show no detectable non-equivalence.
Heater power Non-equivalence u
350 µW 0.0012% 0.0003%
350 µW -0.0011% 0.0004%
350 µW 0.0006% 0.0004%
750 µW 0.0000% 0.0003%
750 µW -0.0005% 0.0003%
750 µW 0.0000% 0.0003%
mean = 0.0000% umean = 0.00036%
Table 2.1: The relative difference of the heater power of the regular heater and
of the additional heater at a different position and the standard
uncertainty of this difference. The measurements were performed
at a heater power of 350 µW and 750 µW.
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Brewster-window and Stray Light
The operation of the cryogenic radiometer at temperatures of about 5 K enforces the
employment of an entrance window in front of the cryogenic radiometer. This window
could introduce interferences when the wavelength of the laser radiation slightly changes
or could transmit a weakened and spatially shifted image of the laser beam. These un-
wanted effects can be drastically reduced by the proper use of Brewster-angled windows
reducing the reflectance for p-polarised radiation by several orders of magnitude down to
below 0.0003 in the visible. When the concept of the CRCF was developed the main fo-
cus was put on the avoidance of this source of uncertainty, i.e. the uncertainty associated
to the correction factor cbw, by making measurements of the Brewster window unneces-
sary. The cryogenic radiometer measures the laser power and afterwards the DUTs, in
the so-called detector chamber, are moved to the position of the cryogenic radiometer
and the photocurrent is measured at exactly (± 20 µm) the same position and behind
the same Brewster-window. Thus, for calibrations at the CRCF the transmittance of the
Brewster-window does not need to be measured. Furthermore, there is no contribution
of the change of the transmittance of the Brewster-window to the uncertainty budget,
since any changes of window transmission are observed by the cryogenic radiometer and
the DUTs in the same way. Thus, the influence of the transmittance of the Brewster-
window of the CRCF does not need to be corrected, i.e. cbw = 1 with u(cbw) = 0.
Stray light is introduced at each optical component of the setup with an unknown inten-
sity distribution. If the cryogenic radiometer and the DUT are affected by different parts
of the stray light, the calibration result can be heavily compromised. The uncertainty
contribution of the stray light becomes a dominant contribution to the uncertainty bud-
get if the sensitive areas of cryogenic radiometer and DUT are different and both devices
are irradiated at different positions in the beam path. However, the influence of stray
light on the calibration result can be corrected. This is possible with low uncertainties
when the cryogenic radiometer and the DUT are irradiated at the same position in the
beam path but have different sensitive areas and more difficult, with higher uncertain-
ties, if the cryogenic radiometer and the DUT are measuring at different positions in
the beam path. If the measurements of the cryogenic radiometer and of the DUT are
performed at the same position, and with the same aperture defining the measured beam
area, the influence of stray light can be neglected. This condition is nearly fulfilled at
this setup as the cryogenic radiometer and the DUT measure at the same position and
have similar apertures to define an almost identical acceptance of the stray light. At the
CRCF the apertures of all detectors and of the cryogenic radiometer are set to 7 mm.
To estimate the uncertainty contribution of the stray light, a special detector was de-
veloped (see Figure 2.28). This device, the uncertainty contribution of the stray light,
and the associated correction for the experimental validation of the PQED is described
in detail in chapter 2.4.2. Finally, this uncertainty contribution depends on the current
experimental condition, hence, no uncertainty contribution of the stray light is given in
Table 2.2.
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Heater Power Measurement
The heater power of the cryogenic radiometer is measured with two Agilent 3458A digital
multimeter (DMM). One DMM measures the heater voltage Vheater, i.e. the voltage drop
over the heater, while the other DMM measures the voltage drop Vsense over an external





This setup simplifies the traceability of the heater power measurement to the SI. The



































































































































































































































Figure 2.13: Normalised heating power of the CRCF-cryogenic radiometer measured
without laser radiation. The relative standard deviation of the heating
power is uhp = 2.23 · 10−6.
sources. The thermal radiation entering the cavity contributes to the measured noise
and can introduce a drift of the detected radiant power. The amount of thermal radiation
entering the cavity can be controlled by a suitable field of view for the certain application.
In an electrical power measurement with the cryogenic radiometer, the electrical noise
(“white noise”) of the temperature controller is always present and can be reduced
by proper grounding and careful electrical circuit design. Furthermore, in a spectral
radiant power measurement, also the noise from the non-perfect laser power stabilisation
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contributes to the detected noise as described in chapter 2.4.2. Hence, the standard
deviation of the detected heater power was measured without laser radiation. Figure 2.13
shows the measured noise of an electrical heating power measurement without laser
radiation, i.e. the dark signal of the cryogenic radiometer. The high resolution of
the DMMs (8.5 digits) in combination with the 12 bit resolution of the temperature
controller lead to the visibility of the discrete steps in the heating power as can be seen
in Figure 2.13. The noise floor at a receiver power level of 350 µW is 0.78 nW, i.e. the
relative standard uncertainty of the heater power measurement of the CRCF-cryogenic
radiometer is uhp = 2.25 · 10−6. To determine this uncertainty, the correlation between
the two voltage measurements, that are both caused by the same current, was taken into
account. The uncertainty contributions of the heater power measurement in Table 2.2
resembles the typical experimental uncertainty that includes the contributions described
before.
Uncertainty Budget
The uncertaintiy contributions of the CRCF-cryogenic radiometer are presented in Ta-
ble 2.2. The combined relative standard uncertainty of the CRCF radiant power mea-
surements is u(P (λ)) = 18.6 ppm. Thus, the uncertainty of radiant measurements has
been reduced by a factor of approximately three as compared to the cryogenic radiome-
ter the CRCF has replaced. The most dominant contributions to the uncertainty budget
are the cavity absorptance and the heater power measurement.
Source of uncertainty Value of RTCR / ppm Value of CRCF / ppm
Brewster-window cbw 30 0
Non-equivalence 20 3.6
Cavity absorptance cca 30 13
Heater power noise 14 2.25
Thermal drift 20 3.8
Heater power measurement 10 10
Combined standard uncertainty 53.9 ppm 18.6 ppm
Table 2.2: Uncertainty budget of the radiant power measurement for the CRCF and it’s
predecessor RTCR without uncertainty contributions from the DUTs. The
uncertainty budget of the RTCR was taken from [66], The instrumental un-
certainties are stated for a calibration of the DMMs not longer than 90 days
before usage.
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2.4 Improving Detectors with Predictable Quantum Efficiency
The Predictable Quantum Efficient Detector (PQED) is the main objective of the “Can-
dela” project. It combines both approaches to detectors with predictable quantum ef-
ficiency, i.e. the modelling method [17, 32] and the self calibration method [29, 30], to
reach a predictability of the external quantum efficiency of the PQED with an uncer-
tainty of less than 100 ppm. The PQED is based on the set of methods to reduce and
to determine the quantum deficiency of inversion layer silicon photodiodes [9] proposed
by Geist et al. [31]. It has been shown before that inversion layer photodiodes can
reach almost 100% internal quantum efficiency [67, 68] and in trap configuration even
an external quantum efficiency of almost 100% [69]. Additionally, it has been shown
that high accuracy modelling of the photon-to-electron conversion of this type of pho-
todiode is possible [32] by solving the drift-diffusions equations of the photodiodes in
one dimension. The developments within the framework of the PQED are supposed
to eventually enable the prediction of the spectral responsivity with an uncertainty of
about 1 ppm. Thus, the PQED is the most important development in the field of de-
tector based radiometry since the introduction of cryogenic radiometer in the 1980s. A
working PQED will enable National Metrology Institutes that don’t have cryogenic ra-
diometer to perform absolute measurements of radiant power in the visible wavelength
range with uncertainties commonly achieved with cryogenic radiometers.
A detailed description of inversion layer photodiodes and the PQED is given below.
2.4.1 Modelling the PQED
In this section the photodiodes - that make up the PQED - and the modelling of the
reflectance and internal losses of the PQED, i.e. the prediction of the response of the
PQED to optical radiation, is described.
Inversion Layer Photodiodes
In this type of photodiodes, the natural inversion layer occurring in thermally oxidised
p-type silicon is exploited to create an n-p-junction [9]. The photodiodes are made from
a p-type substrate with very low impurity concentration. The photodiode is created by
thermally growing a silicon dioxide layer with a highly predictable and fixed amount of
positive surface charges Qss on top of the bulk silicon wafer (see Figure 2.14(a)). These
surface charges induce an n-type inversion layer and an n-p-junction is formed if the










Here xd,max is the width of the depletion layer, x0 is the width of the SiO2-oxide layer,
d is the width of the surface charge layer, QB is the negative depletion charge, and the
parameters ε0x and εs are the permittivity for the silicon dioxide, and the silicon respec-
tively. Figure 2.14(b) shows the charge distribution of inversion layer photodiodes. From
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Figure 2.14: Cross section (Figure 2.14(a)) and charge density distribution (Fig-
ure 2.14(b)) of induced junction photodiodes that are used in the PQED
(see text and [70, 71]). The charges are: Qss positive surface charge, QB
negative depletion charge, Qn the inversion layer charge in the silicon and
the mirror charge QG.
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(2.11) it is obvious that reducing the thickness of the silicon dioxide layer x0 will de-
crease the electron concentration Qn, and, additionally, that this concentration strongly
depends on Qss. Figure 2.15 shows the calculated induced charge density as a function
of surface charge density for different SiO2-oxide thicknesses. To fulfil the photodiode
!
Figure 2.15: Induced charge Qn as a function of surface charge Qss for different SiO2-
oxide thicknesses (figure taken from [72]). The blue line indicates the cal-
culation for a SiO2-oxide thickness of 50 nm, the red line for 100 nm, the
yellow line for 150 nm and the green line for 310 nm. All calculations were
made for an applied bias voltage of 0 V, a doping density NA = 2·1012 cm−3
and a temperature of 78 K. To have a working photodiode, Qn has to be
negative.
requirement, several methods can be applied to the silicon wafer during the manufactur-
ing process. The number of induced surface state charges Qss is highly predictable and
can be controlled to satisfy Qn < 0 by, e.g., the annealing conditions [73] or by applying
a strong electric field to the photodiodes [73].
Two batches of photodiodes have been produced within the “Candela” project by the
Technical Research Centre of Finland (VTT) on 525 µm thick silicon wafers with a boron
doping density of 2 · 1012 cm−3 (6.6 kΩ cm resistivity, as specified by the wafer manu-
facturer). In the first batch, the photodiodes had a SiO2-oxide thickness of 100 nm and
310 nm. In the second batch, photodiodes were produced with a SiO2-oxide thickness of
220 nm and 300 nm by applying an improved production procedure. The electro-optical
characterisation of the first batch photodiodes revealed some disappointing qualities.
It became obvious that the number of induced surface charges was not sufficient for
the 100 nm SiO2-oxide layer photodiodes due to a deficient production procedure in
the first processing round. Figure 2.16 shows, as an example, the measured uniformity
of the relative spectral responsivity (see chapter 2.4.2) of two first batch photodiodes.
Furthermore, the first batch photodiodes with a SiO2 oxide layer thickness of 300 nm
showed a supra-linearity [74] at a wavelength of 760 nm. Supra-linearity in the NIR is
commonly explained with the existence of recombination channels [75] and, thus, a non-
unity internal quantum efficiency. According to the manufacturer between 2 · 1011e/cm2
and 4 · 1011e/cm2 SiO2-oxide surface charges were induced and, as it can be seen from
31
2 Improving Radiant Power Scales
(a)
(b)
Figure 2.16: Relative spectral responsivity of first batch photodiodes with an SiO2-oxide
thickness of 100 nm (Figure 2.16(a)) and 300 nm (Figure 2.16(b)). The in-
duced surface charges between 2 ·1011e/cm2 and 4 ·1011e/cm2 were not suf-
ficient to create a working photodiode in the case of a SiO2-oxide thickness
of 100 nm which results in a highly non-uniform relative spectral respon-
sivity while the photodiode with a SiO2-oxide thickness of 300 nm shows
a uniform relative spectral responsivity. The relative spectral responsivity
was measured with the setup described in chapter 2.4.2.
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Figure 2.15, this is not sufficient to create an inversion layer in the case of 100 nm
SiO2-oxide thickness photodiodes. As a consequence of these results, the second batch
photodiodes were produced with SiO2 oxide layer thicknesses of 300 nm and of 200 nm
to replace the 100 nm SiO2-oxide layer photodiodes. Moreover, the characterisation
results of the first batch photodiodes strongly supported the position of PTB to add a
back-electrode to a fraction of 50% of the photodiodes to possibly reduce recombination
losses at wavelengths above 600 nm. However, the back electrode was not connected
to the external measurement circuit used for the validation PQED (see chapter 2.4.2)
and, thus, the influence of the back electrode on the internal quantum deficiency has
not been determined yet. The second batch photodiodes reached a higher surface charge
density of 6.2 · 1011e/cm2 due to the improved production procedure. The electro-optical
characterisation of the second batch photodiodes is described below in chapter 2.4.2.
Design of the Predictable Quantum Efficient Detector
To reach almost 100% external quantum efficiency, the reflectance and internal losses
have to be as small as possible (see also (2.12)), i.e. two requirements have to be fulfilled:
• Reflectance losses have to be reduced by, e.g., a light trap design based on multiple
reflections.
• The internal quantum deficiency has to be close to zero. The internal quantum
deficiency of photodiodes can be reduced applying a reverse bias voltage which
extends the depletion layer and, thus, reduces the fraction of photons that are
absorbed behind the depletion layer.
The reflectance of several possible PQED-designs has been calculated in [76]. In the final
PQED, two photodiodes are arranged in a special “wedge” design (see Figure 2.17). The
reflectance losses of this design can be below 1 ppm for certain combinations of pho-
todiodes with different SiO2-oxide thicknesses and 13 reflections inside the PQED [76].
The actual PQED has a design as shown in Figure 2.17 with the upper photodiode, hit
first by radiation, having a SiO2-oxide thickness of 210 nm and the lower photodiode,
hit second by radiation, having a SiO2-oxide thickness of 300 nm. The dimensions of
the photodiodes (see Figure 2.18) are 11×22 mm2 and the resulting reflectance is below
50 ppm for wavelengths above 450 nm (see below).
Modelling of the External Quantum Deficiency of the PQED
To predict the spectral responsivity of a photodetector, the optical losses caused by re-
flection at the photodiode surface and incomplete absorption inside the photodiode as
well as the internal quantum deficiency have to be taken into account (see also [18]).
The internal quantum deficiency of the PQED has been predicted within the “Candela”
project by the partners Justervesenet and Metrosert [17]. The reflectance has been mea-
sured and an uncertainty budget for the reflectance has been compiled by the “Candela”
partner MIKES [18]. However, the predicted spectral responsivity is wavelength depen-
dent. To simplify the presentation of the prediction of the spectral responsivity of the
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45°
β=15°
Figure 2.17: The structure of the PQED with two photodiodes in a “wedge” configuration
yielding seven reflections [76]. The angle β between the photodiodes is set
to 15◦. The first photodiode is irradiated at an angle of incidence of 45◦.
Figure 2.18: Custom made induced junction photodiode on a printed circuit board to be
incorporated into a Predictable Quantum Efficient Detector.
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PQED the external quantum deficiency ∆ was calculated to obtain a figure of merit
which only varies slowly with the wavelength.
The predicted external quantum deficiency ∆p of the PQED is obtained from the rela-
tion:
∆p = 1− (1− rPQED(λ))(1− iQD(λ)) ≈ rPQED(λ) + iQD(λ) (2.12)
with rPQED(λ) the reflectance of the PQED and iQD(λ) the calculated internal quantum
deficiency of the PQED.
For the work presented here the reflectance of the PQED was calculated by matrix based
method. This method can be used to calculate the reflectance for an arbitrary set of thin
dielectric layers (see for instance [77]). The results obtained with this method are within
the uncertainty of the calculation determined in [18] identical with the results obtained
by MIKES. The reflectance rPQED of the PQED, taking into account an additional water
or ice layer on top of the photodiodes, is given by:
rPQED =
r12e
2i(β1+β2) + e2iβ1r12r23r34 + e2iβ2r23 + r34
e2i(β1+β2) + e2iβ1r23r34 + e2iβ2r12r23 + r12r34
(2.13)
with r12 the fresnel reflection coefficient for the interface air-H2O, r23 the fresnel re-
flection coefficient for the interface H2O-SiO2 , r34 the fresnel reflection coefficient for
the interface SiO2-Si, and β1,2 = 2π/λ · d1,2 · nH2O,SiO2 · cos α1,2 describing the phase
shift and propagation in the H2O and SiO2-layer. The parameters entering β are: λ
the wavelength of the radiation, d1,2 the thickness of the H2O and SiO2-layer, nH2O,SiO2
the refractive index of the H2O and SiO2-layer and α1,2 the propagation angle in the
H2O and SiO2-layer. Figure 2.19 shows the calculated reflectance of the PQED for a
configuration as described above. The optical parameters for Si were taken from [78],
the optical parameters for SiO2 were taken from [79] and [80]. The optical parameters
for water ice that may occur on the photodiode surface when the PQED is operated at
the temperature of liquid nitrogen (see below) were taken from [81]. The source of the
water ice can be a leakage in the cryostat or water that is desorbed from the cryostat
walls. The refractive index of the air is assumed to be unity as the PQED is operated
under vacuum. However, there are no optical parameters for these materials available
that have been obtained traceable to the SI and that state uncertainties. The parameter
for the reflectance calculations shown in Figure 2.19 were:
• SiO2-layer thickness of the upper photodiode: 301.4 nm (hit first by radiation)
• SiO2-layer thickness of the lower photodiode: 220.5 nm (hit second by radiation)
• Angle between the upper and lower photodiode: 15◦
• Angle of incidence upper photodiode hit by radiation: 45◦
• Number of reflections inside the trap: 7
• Polarisation state of radiation: p-polarised
• Temperature: 298 K
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• Water or ice on the surface of the photodiodes: no
The optical losses of the PQED operated at room temperature are below 50 ppm for
wavelengths larger than 450 nm. If the PQED is operated at the temperature of liq-
uid nitrogen (77 K) the reflectance losses are about 10 ppm higher than those at room
temperature. In addition, the optical parameters, especially the absorption coefficient
of silicon, are flawed with higher uncertainties determined from the difference of values
in [82, 83, 84]. For cryogenic temperatures, the reflectance of the PQED increases by
7 ppm at 532 nm and by 10 ppm at 760 nm. Furthermore, a growing water ice layer may
occur on the PQED photodiodes that changes the reflectance. This reflectance change is
dependent on the wavelength of the radiation and the growth rate of the ice layer. The
reflectance change can reach values up to 50 ppm, caused by icing, at a wavelength of
760 nm, for ice layer thicknesses between 100 nm and 200 nm (see Figure 2.20). This has
to be taken into account for future applications of the PQED and for the construction of
new PQED-cryostats. To achieve the desired ultra low uncertainty of the PQED the vac-
uum quality has to be better than 10−8 mbar to avoid ice growing on the surface of the
photodiodes. However, during the validation measurements measurements of the PQED
at CRCF no temporal oscillation of the measured spectral responsivity of the PQED
was observed. The expanded uncertainty (k=2) of the calculated PQED reflectance has
been determined by the “Candela” partner MIKES [18] to be 4 ppm at a wavelength of
532 nm and 15 ppm at a wavelength of 760 nm at room temperature (see Table 2.3).
The term expanded uncertainty k = 2 means that the standard uncertainty multiplied
with the coverage factor k = 2 is stated. It has been determined in accordance with
the “Guide to the Expression of Uncertainty (GUM)”. The value of the measurand then















Figure 2.19: Calculated reflectance of the PQED operated at room temperature for p-
polarised radiation.
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Figure 2.20: Calculated reflectance of the PQED at a temperature of 77 K plotted over
the ice layer thickness for wavelengths of 532 nm (Figure 2.20(a)) and
760 nm (Figure 2.20(b)). The reflectance was calculated according to (2.13).
The change of reflectance due to ice growth contributes to the uncertainty
budget of the PQED at 77 K because the possibility of ice growth cannot
be counted out with the present cryostats.
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normally lies, with a probability of approximately 95%, within the attributed coverage
interval.
At the temperature of liquid nitrogen, the uncertainty of the calculated reflectance in-
creases to 10 ppm at a wavelength of 532 nm and 35 ppm at a wavelength of 760 nm.
This increased uncertainty is caused by the higher uncertainty of the values of the opti-
cal parameters used for the calculation and the influence of the possible ice layer on the
photodiode surface on the calculated reflectance. The internal losses, i.e. the internal
quantum deficiencies, have been calculated in [17]. For this purpose the one dimensional
software “PC1D” [85] has been used. This software is able to solve the drift-diffusion-
equations in a semiconductor in one dimension with high accuracy [32]. The parameters
that entered into the simulation and how they have been obtained is also described
in [17]. To determine the reliability of this modelling method, the results have been
compared with a three-dimensional software that has been provided by VTT, the man-
ufacturer of the PQED photodiodes. This comparison shows up to a factor of 10 higher
internal quantum deficiencies than PC1D. However, the three-dimensional software was
not available within the “Candela” project. The uncertainty of the simulation with
PC1D is multiplied with a constant factor of 10 [17] as upper uncertainty boundary to
take into account the comparison with the three-dimensional software. Even though the
simple one dimensional software is not quantitatively correct, it is capable of explaining
the changes in the internal quantum deficiency with wavelength, reverse bias voltage
and temperature at longer wavelengths. At a temperature of 78 K, 5 V reverse bias
voltage and for a wavelength of 760 nm, the uncertainty of the prediction of the internal
quantum deficiency is increased as compared to the other predicted conditions. Under
this conditions, a fraction of the radiation penetrates beyond the depletion layer. The
charge carriers that are created there, are not driven by an electric field and, thus, move
slower due to diffusion and are more likely trapped by recombination centres. This issue
can be resolved by the application of a higher bias voltage that extends the depletion
layer deeper into the bulk volume of the photodiode (see Table 2.3 and Figure 2.27).
The predicted external quantum deficiency of the PQED, ∆p, for the comparison con-
ditions at the new cryogenic radiometer facility of PTB (see chapter 2.3.1) is given in
Table 2.3.
2.4.2 Validating the Predictable Quantum Efficient Detector
To validate the characteristics of the assembled PQED, single induced junction photo-
diodes, as they are applied in the PQED, have been tested in terms of uniformity and
linearity of the spectral responsivity. The dependence of these properties on the applied
bias voltage was also tested. Finally, the prediction of the spectral responsivity of the
PQED was validated by measuring the external quantum deficiency of the PQED ob-
tained at the new cryogenic radiometer of PTB and comparing this experimental result
with the predicted external quantum deficiency ∆p (see (2.12)).
38
2.4 Improving Detectors with Predictable Quantum Efficiency
λ / nm T / K Ubias rPQED / ppm iQD(λ) / ppm ∆p / ppm
532 298 5 11± 4 7+144−2 18
+144
−5
532 78 5 18± 10 1± 2 19± 10
760 298 5 48± 15 6+128−2 54
+128
−15
760 78 5 58± 35 28+688−6 86
+689
−36
760 78 20 58± 35 2+126−2 60
+131
−35
Table 2.3: Predicted reflectance rPQED(λ), predicted internal quantum
deficiency iQD(λ), and predicted external quantum defi-
ciency ∆p for the comparison conditions at the new CR-
facility of PTB. The uncertainties are stated with a coverage
factor k = 2 (see text). For asymmetric uncertainty bound-
aries, the lower and upper boundaries are indicated by the
subscript and superscript, respectively. The uncertainties of
rPQED and iQD(λ) are added quadratically to obtain the un-
certainty of ∆p. The values of iQD(λ) are taken from [17]
and the estimation of the uncertainty of rPQED(λ) is taken
from [18].
Uniformity of the Spectral Responsivity of PQED Photodiodes
A dedicated setup was established to determine the uniformity of the spectral respon-
sivity (uniformity) and the influence of the additional production step to apply the back
electrode on this quality (see Figure 2.21). The PQED photodiodes under test were
mounted inside a cryostat. The PQED photodiodes inside the cryostat were irradiated
through a fixed Brewster-window by the power stabilised DFB-laser with a wavelength
of 760 nm described in chapter 2.2. However, the laser power irradiating the photodi-
odes had to be kept below 2.5 µW to prevent any non-linearity effect (see chapter 2.4.2)
on the measured uniformity. To decrease the wanted radiant power, in addition to the
laser radiation used to stabilise the laser power, the monitor detector and the single pho-
todiodes were irradiated with radiation that is decoupled with wedged glasses with an
angle of incidence of 45◦. This setup improves the long term stability of the laser power
at the expense of wanted radiant power and is shown in Figure 2.22. The reflectance
of these glass elements is approximately 8% under these conditions. Thus, about 80%
of the radiant power are deposited in the beam dump. This setup is advantageous, in
comparison to using an attenuator to reduce the radiant power, because each of the
radiant power measuring devices in this setup is irradiated with radiation that is in an
39
2 Improving Radiant Power Scales
B
A
Figure 2.21: CAD-drawing of the setup to determine the uniformity of the spectral re-
sponsivity. The PQED-photodiodes are mounted in a cryostat (A) to pro-
vide clean room like ambient conditions and the possibility to change the
temperature down to approximately 80 K. The single PQED photodiode
is irradiated by a power stabilised DFB-laser with a wavelength of 760 nm
through a fixed Brewster-window at position B (not shown) and mounted
inside a cryostat on an x-y-translation stage to scan the uniformity of the
spectral responsivity. The laser spot size was approx. 0.5 mm and the laser
power was lower than 2.5 µW to suppress any non-linearity while measuring.
The photodiode temperature was 25◦C.
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Figure 2.22: Schematic of the power stabilised laser source, adopted to enhance the long-
term stability. The PQED-photodiodes, the monitor detector, and the feed-
back-monitor for the power stabilisation are irradiated by radiation that is
decoupled in an identical way. This setup reduces the influence of a change
of the polarisation state of the laser radiation at the expense of wanted
radiant power.
almost identical composite of polarisation states. Thus, this setup is more robust since a
possible polarisation dependence of the power stabilisation system, that may occur when
the ambient conditions are changing, is heavily reduced. The cryostat and, consequently,
the photodiodes under test could be moved via an x-y-translation stage. The moveable
cryostat and the fixed Brewster-window are connected via a flexible bellow. With this
setup, it is possible to measure the uniformity without the influence of the uniformity of
the Brewster-window. Building the facility from ultra high vacuum components satisfies
the PQED requirements on the cleanness of the ambient conditions of the PQED photo-
diodes and gives the possibility to change the temperature of the photodiodes from room
temperature down to about 78 K in a controlled way. The laser spot had a measured
diameter at half maximum of 0.5 mm.
The uniformity was scanned starting in the upper left corner of the photodiodes and
was moved sequentially, row by row, in 0.5 mm steps. At each measurement point the
response of the photodiode was recorded for different applied bias voltages of 0 V, 5 V
and 10 V. The stabilised laser power was monitored by a trap detector to correct the
measured photocurrent for drifts in the laser power. To correct for any influence other
than changes in the laser power and to determine the reproducibility of the measure-
ments, the photocurrent was measured at the central point of the photodiodes after each
scanned row. The reproducibility of these measurements, determined from the relative
standard deviation of the reference measurements, was of the order of 70 ppm.
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Thickness of SiO2-oxide layer Back electrode Uniformity u(Uniformity)
220 nm Not included 0.045% 0.003%
220 nm Included 0.054% 0.004%
302 nm Not included 0.060% 0.006%
302 nm Included 0.095% 0.004%
Table 2.4: Measured relative uniformity of the spectral responsivity of a randomly
chosen photodiode of each type produced. The measurements were per-
formed at a wavelength of 760 nm. The uniformity is given as the standard
deviation of the measured points normalised by the monitor detector, the
reference point and the mean of the photocurrent measured at the posi-
tions inside the electrode ring (see Figure 2.14(a) and Figure 2.18).
The measurements were performed at room temperature only. An imperfect vacuum
caused by the cryostat led to a slowly growing ice layer on the photodiodes at tempera-
tures below the freezing point of water and, therefore, prevented reliable measurements
at a temperature of 80 K. At room temperature the vacuum system removed the hu-
midity layer on the photodiode surface and no temporal change of the reflectance of
the tested photodiodes was observed. However, the results obtained at room temper-
ature are sufficient to evaluate the uniformity of the photodiodes. The results of the
uniformity measurements at a reverse bias voltage of 10 V are given in Table 2.4. This
reverse bias voltage was chosen to maximise the internal quantum efficiency. The relative
change of the spectral responsivity is smaller or equal to 0.060% for clean photodiodes.
A change of the responsivity of 0.060% corresponds to a local change of the SiO2-oxide
thickness of ≈ 0.8 nm. As an example, the measurement result of a 300 nm SiO2-oxide-
photodiode is shown in Figure 2.23. The results shown in Table 2.4 suggest that there
is no dependence of the uniformity on the SiO2-layer, though the results for the 220 nm
SiO2-oxide photodiodes are slightly better. The photodiode with the 300 nm SiO2-oxide
layer with additional back electrode shows the highest non-uniformity. This photodiode
was investigated after the measurement campaign was finished and it became obvious
that this photodiode has not been properly cleaned by the manufacturer. Finally, it was
not possible to counter measure this type of photodiode because the spare sample got
damaged while incorporating it in the measurement facility. The data obtained so far
show no significant influence of the additional production process to apply the back-side
electrode on the uniformity of the spectral responsivity. The very low non-uniformity is
covered by the seven reflection trap design of the PQED. A change of the reflectance of
a single photodiode by 0.1% would change the reflectance of the PQED by about 0.2%
and, thus, is negligible.
Linearity of the Spectral Responsivity of PQED Photodiodes
The linearity of a detector is a key feature for every detector used in radiometry. The
linearity has been studied for several types of photodiodes [50, 51, 68, 86]. The response
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Figure 2.23: Uniformity of the spectral responsivity of a photodiode with a SiO2-oxide
layer of 300 nm. The figure shows the deviation from the mean of the
central photodiode area. The measurement was performed at a wavelength
of 760 nm, at room temperature, with a step size of 0.5 mm, and with a
reverse bias voltage of 5 V.
of a photodiode to optical radiation can be described with an equivalence circuit con-
taining a voltage source, a diode connected in parallel, a series resistance and a load
resistance. The shunt resistance and the capacitance of the photodiode are neglected for
this discussion (see Figure 2.24) because they have no influence on the linearity. The
output of an illuminated photodiode is given by [86, 87]:




with IT the output current, IL the radiation generated current, Vd the forward voltage
across the photodiode, I0 the reverse saturation current, n the photodiode-ideality factor
to consider recombination losses that occur in the junction, k the Boltzmann constant,
e the elementary charge and T the temperature of the photodiode. This equation can
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Figure 2.24: Equivalence circuit of a photodiode in series with a resistance RS. The sym-
bols are: IT the radiation generated photocurrent, VD the forward voltage
across the photodiode, ID = I0[exp( eVdnkT )−1] the current through the diode,
RS the series resistance, VO the output voltage, RL the load resistance and
the output current IT. The shunt resistance and capacitance of the photo-
diode are not shown as the influence on the linearity of the photodiode of
these parameters can be neglected.
be written in terms of series resistance RS and the load resistance RL:
IT = IL − I0[exp(
eIT
nkT
)(RS +RL)− 1] . (2.15)
If the photodiode is illuminated, IT can become large and produces a noticeable voltage
drop across RS and causes forward injection to occur in the photodiode that reduces
the resulting current to the load. From (2.15) it can be seen that the linear range is
determined by the series resistance and load resistance. The shunt resistance does not
have to be taken into account for this estimation as the shunt resistance is of the order
of several MΩ to GΩ and, therefore, much higher than RS and RL which are typically
below 1 kΩ.
The influence of the series resistance on the linearity is of special importance for induced
junction photodiodes as they are applied in the PQED. The series resistance of this type
of photodiode is directly connected to the induced charges at the n-p-junction and a
change in the linearity at high optical radiant power levels is caused by a degradation of
this junction [88]. Thus, linearity measurements can provide a helpful instrument for a
self-calibration procedure for the PQED, i.e. to detect a possible change of the quality
of the n-p-junction by purely optical measurements.
The linearity was measured with a setup as described in [66] and [57], adopted to use
the power stabilised DFB-laser working at 760 nm (see chapter 2.2) and the cryostat
containing the PQED photodiodes. The maximum available laser power was of the order
of 300 µW limited by the losses in the laser stabilisation and the optical path including
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Figure 2.25: Non-linearity of sample PQED photodiodes with a 300 nm SiO2-oxide layer
(Figure 2.25(a)) and a 220 nm SiO2-oxide layer (Figure 2.25(b)). No non-
linearity was detected within the uncertainty of the measurements of 3 ·
10−5 (marked as grey shaded area in the figures) up to a radiant power
level 300 µW at a wavelength of 760 nm, a bias voltage of 5 V and room
temperature.
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the beam profile preparation. The spot diameter was about 2.5 mm at half maximum.
These parameters are typical at the laser-based cryogenic radiometer of PTB.
To determine the linearity, the stabilised laser beam is divided into two parts going two
different optical paths, path A and path B, and are then superimposed on the detector
(see also [66]). The two paths A and B can be individually blocked. The non-linearity
NL is then given by:
NL(IA+B) = 1− (IA + IB)(IA+B)−1 (2.16)
with the resulting photocurrents IA for only path A, IB for only path B, and IA+B
for both paths A and B and adjusted so that IA ≈ IB. Two photodiodes were tested
in terms of linearity, one 300 nm SiO2-oxide layer photodiode and one 220 nm SiO2-
oxide layer photodiode. Up to the maximum available laser power on the detector of
approximately 300 µW, the results (see Figure 2.25) show no non-linearity within the
uncertainty of these measurements of u(NL) = 3 ·10−5. In addition, a measurement was
performed without laser stabilisation to provide an increased laser power of the order
of 1 mW. Due to the unstable laser power higher uncertainties of 8 · 10−5 occurred.
The detector output became sub-linear at a photocurrent of 450 µA due to the series
resistance of the photodiode i.e. NL(450 µA) = −1.5 · 10−3 (see Figure 2.26). Thus, the
PQED can be used to obtain reliable measurements of the radiant power up to a radiant
power of approximately 750 µW.
Characterisation of the Predictable Quantum Efficient Detector
The assembled PQED was compared with the CRCF. P-polarised laser radiation at
wavelengths of 760 nm and 532 nm was used for the comparison. To validate the PQED,
the predicted external quantum deficiency (2.12) was compared with the experimentally





Where Sm(λ) is the measured spectral responsivity, S0(λ) = eλ/hc is the spectral re-
sponsivity of an ideal quantum detector, assuming that each absorbed photon generates
exactly one electron-hole-pair, defined by h the Planck constant, c the speed of light in
vacuum, e the elementary charge and λ the vacuum wavelength of the laser radiation.




which connects the measured photocurrent of the PQED Iphot(λ) and the radiant power
P (λ) measured with the CRCF.
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Figure 2.26: Non-linearity of a 220 nm SiO2-oxide layer photodiode up to a laser power
of 450 µW. To reach the higher radiant power level the laser stabilisation
had to be removed which led to higher scatter of the measurement points.
At a photocurrent of 450 µA sub-linearity occurs due to the series resistance
of the photodiodes (see text). The non-linearity could not be measured at
higher photocurrents due to the limited available laser power. The uncer-
tainty of the measurements of 8 · 10−5 is marked as grey shaded area.
Responsivity of the PQED as a Function of Bias Voltage
To determine the necessary reverse bias voltage where the internal quantum efficiency
saturates, the dependence of the photocurrent on the bias voltage was measured. An in-
creasing reverse bias voltage extends the depletion region of the photodiodes. As shown
in Figure 2.4, the internal quantum efficiency is assumed to be unity in the depletion
zone. If the photocurrent does not further increase with higher reverse bias voltages, all
the radiation is absorbed in the depletion zone. Hence, the saturation of the internal
quantum efficiency is assumed to be a measure of the eliminated internal losses of the
PQED [17]. This investigation was performed at the wavelengths of 532 nm and 760
nm and at the temperatures of TLN2 ≈ 78 K and at Troom ≈ 298 K. Two different power
stabilised laser, with wavelengths of 532 nm and 760 nm wavelength, and an additional
monitor detector were used to minimise the influence of power fluctuations on the sig-
nal. The results (see Figure 2.27) show that the reverse bias voltage where the internal
quantum efficiency saturates, i.e. where the photocurrent becomes independent of the
applied reverse bias voltage, is a function of temperature and wavelength of the radia-
tion. Furthermore, these measurements have been used to enhance the accuracy of the
simulation of the internal quantum efficiency with PC1D [17] by fitting input parameters
of PC1D such as charge carrier lifetime, to fit the predicted reverse bias dependence of
the photocurrent with the experimental results. At lower temperatures, the absorption
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Figure 2.27: Measured deviation of the bias dependent photocurrent from the value at
5 V bias of the PQED plotted over the bias voltage for a laser wavelength
of 532 nm (Figure 2.27(a)) and 760 nm (Figure 2.27(b)). The photocurrent
Iphot was determined by subtracting the bias dependent dark current from
the output under illumination. The squares show results at room tempera-
ture and circles show the results at the temperature of liquid nitrogen.
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coefficient is decreased and, thus, a significant fraction of photon-generated electron-
hole-pairs may appear in the bulk volume of the photodiodes. Here, the charge-carrier
collection is not as efficient as close to the n-p-junction. To reduce the recombination
losses for wavelengths longer than 700 nm at temperatures around 78 K a reverse bias
voltage of 20 V or higher has to be applied (see Figure 2.27(b))). However, at room
temperature and at temperature of about 78 K for 532 nm, a reverse bias voltage of
5 V was sufficient to reach the maximum internal quantum efficiency (see Figure 2.27(a)
and 2.27(b)).
Determination of the External Quantum Efficiency of the PQED
The determination of the external quantum efficiency of the PQED was performed at
the CRCF (see chapter 2.3.1 and [19]). The spectral responsivity of the PQED was
measured at the wavelengths 532 nm and 760 nm and the temperatures TLN2 ≈ 78 K and
Troom ≈ 298 K. The laser power was power stabilised to better than 5 ppm and monitored
by a Si-photodiode based trap detector to correct for the remaining fluctuations of the
laser power. The spectral responsivity of the PQED is obtained according to (2.18).
The most relevant contributions to the uncertainty budget are given in Table 2.5. The
measurement of the transmittance of the Brewster-window does not contribute since all
the detectors are measured behind the same window. The stray light is measured in the
vicinity of the apertures of the PQED and the cryogenic radiometer as both have a similar
diameter. For this purpose, a stray light detector was built into the CRCF. This detector
is made from a Hamamatsu S1337 photodiode that is covered by a blackened metal-plate
that has a circular aperture with an additional disc in the centre (see Figure 2.28) to
measure the stray light around the edges of the apertures of the CRCF and the PQED.
To perform the stray light correction, the diameter of the detector apertures have to be
known. The diameters were measured by scanning with the laser beam over the detector
area in vertical and horizontal direction starting at the centre. From the positions where
the photocurrent of the detectors dropped to 50% of the initial value, the diameter of
the detector apertures can be calculated.
The laser wavelength was measured with a wave-meter before and after each comparison
with an uncertainty of 0.001 nm. The results of the comparison of the PQED with the
CRCF is shown in Table 2.6. The measurements were performed in a time span of 6
months. The validation of the prediction of the external quantum efficiency of the PQED
was performed by comparing the experimental result ∆m(λ), determined according to
(2.17), with the predicted external quantum deficiency ∆p(λ). The latter was calculated
from the PQED reflectance and the calculated internal quantum deficiency iQD and
is given in Table 2.6 for the comparison conditions, i.e. for wavelengths of 532 nm
and 760 nm, temperatures of 78 K, and 298 K, and bias voltages of 5 V and 20 V. The
experimentally determined external quantum deficiency ∆m(λ) is also listed in Table 2.6.
The uncertainty bars of the predicted and measured external quantum deficiency overlap
at the 95% confidence level, but the measured values seem to be systematically larger
than the predicted values (see Figure 2.29). The combined relative standard uncertainty
of the measured PQED responsivity achieved within this validation is of the order of
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Figure 2.28: Photograph of the stray light detector. The cover is made from blackened
metal and has a circular aperture slightly larger than the apertures of the
detectors used and a blackened metal disc in the centre with a diameter
slightly smaller than the apertures of the detectors. This detectors measures
the stray light in the vicinity of the apertures of the cryogenic radiometer
and the PQED.
source of uncertainty Uncertainty / ppm
radiant power measurement with the CRCF 18.6
wavelength 2
stray light* 20
typical laser stability 4
photocurrent measurement 10
combined rel. standard uncertainty 29
Table 2.5: Main contributions to the uncertainty budget of the
PQED validation measurements. Relative standard un-
certainties are stated. *The stray light uncertainty con-
tains the positional error of the detectors and the dif-
ference of the apertures in front of the detectors.
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T/K ⁄/nm Ubias/V  p(⁄) /ppm  m(⁄)/ppm
298 532 5 18 +144≠5 85±60
298 760 5 54 +128≠15 167±58
78 532 5 19 ± 10 85±56
78 760 5 86 +689≠36 656±56
78 760 20 60 +131≠35 207±58
Table 2.6: Comparison of predicted and measured external quan-
tum deficiency of the PQED at di erent temperatures
T , wavelengths ⁄, and reverse bias voltages Ubias. The
uncertainties are given at 95% confidence level. For the
asymmetric uncertainty boundaries of  p(⁄), the lower
and upper boundaries are indicated by the subscript
and superscript, respectively.
Figure 2.29: Comparison of measured (circles) and predicted (squares) external quantum
deficiency of the PQED for the wavelengths 532 nm and 760 nm. The
uncertainty of the predicted external quantum deficiency for the 760 nm,
78 K and 5 V reverse bias voltage is highly increased as compared to the
other values. At this condition a higher fraction of photons is absorbed
behind the n-p-junction, where the collection e ciency is decreased (see
text).
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30 ppm. This is an improvement of a factor > 3 of the new cryogenic radiometer
facility compared with its predecessor [24]. The main advantage of the new cryogenic
radiometer facility is the absence of the Brewster window correction which is the major
contribution to the uncertainties of most of the laser-based cryogenic radiometer facilities
used at National Metrology Institutes.
Comparison with Current State of the Art Transfer Standards
Trap detectors are the “working horses” in photometry and radiometry. They are widely
used as they provide properties that make possible the low uncertainty dissemination
of radiant power scales. As described in chapter 2.1.3, trap detectors are commonly
calibrated at certain laser lines traceable to a cryogenic radiometer. Thus, the spectral
responsivity has to be interpolated for wavelengths in between the wavelengths where
the trap is calibrated with laser radiation. The two most important parameters for the
interpolation of the spectral responsivity of trap detectors are the internal quantum de-
ficiency, that is linked to the collection efficiency in (2.4), and the reflectance. To show
the feasibility of using PQED-based working or transfer standards, i.e. to be used as a
high quality detector that has been calibrated against a primary standard, the internal
quantum deficiency and reflectance of the PQED operated at room temperature was
compared with state-of-the-art trap detectors made from Hamamatsu S1337 photodi-
odes.
































Figure 2.30: Comparison of the measured internal quantum deficiency of two trap detec-
tors made from Hamamatsu S1337 photodiodes (red) that are used at PTB
as transfer standards and of the PQED (green) plotted over the wavelength.
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with the CRCF (see above) at the wavelengths 532 nm and 760 nm is plotted with the
measured internal quantum deficiency of two trap detectors, that are used at PTB as
transfer standards, in Figure 2.30. The internal quantum deficiency of the Hamamatsu
S1337 photodiodes is two orders of magnitude larger at 532 nm and still one order of
magnitude larger at 760 nm (see Figure 2.30). This is in agreement with the simulation
of the internal quantum deficiency [17] that predicts an increasing internal quantum
deficiency for wavelengths above 600 nm for the PQED. These low internal losses may
reduce the uncertainties associated with the interpolation of the spectral responsivity.
By solving the drift-diffusion-equations for the PQED, lower uncertainties in the deter-
mination of the spectral responsivity may occur when the systematical under estimation
of the internal quantum deficiency is resolved.
While the reflectance of the traps, under ideal conditions, is polarisation independent
















Figure 2.31: Comparison of the calculated reflectance of a three-element trap detec-
tor made from Hamamatsu S1337 photodiodes (blue) and of the PQED
for p-polarised (green) and s-polarised (red) radiation plotted over the
wavelength.
(blue line in Figure 2.31), the reflectance of the PQED has a distinct polarisation de-
pendence. The comparison of the reflectance of the PQED and the traps is shown in
Figure 2.31. If unpolarised radiation or radiation with an unknown state of polarisation
is observed, the design of the PQED has to be adjusted to increase the number of re-
flections inside the PQED to remove the polarisation sensitivity of the PQED. However,
the reflectance losses of the PQED are, depending on wavelength of the radiation, be-
tween 10 to 1000 times smaller than those of classical three-element trap detectors (see
Figure 2.31).
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Thus, the PQED is a great improvement for purposes where silicon photodiode based
trap detectors are used in the wavelength range from 400 nm to 800 nm.
2.5 Conclusions
The goal to set up a cryogenic radiometer facility as a primary detector standard for
optical radiant power capable for the operation at the 10 ppm level was achieved. The
combined standard uncertainty of the measurement of radiant power behind the entrance
aperture of the cryogenic radiometer cavity is 18.6 ppm. However, when the cavity ab-
sorptance has been measured traceable to the SI, the combined standard uncertainty
may be reduced to 13 ppm, assuming a relative standard uncertainty of the measured
cavity absorptance u(cca) of 2 ppm. The results shown here are the best published so far.
The comparison of two, at that time state of the art cryogenic radiometer [47], showed
an uncertainty budget with a combined uncertainty of 26 ppm [47] for the LaseRadII and
the NPL cryogenic radiometer. The improved setup presented here allows calibrations of
ultra-high quality detectors like the PQED with a combined standard uncertainty of the
order of 30 ppm (see Table 2.5). This low uncertainty is rendered possible in particular
by the employment of a shared Brewster window for all detectors within the facility, the
possibility to measure with the cryogenic radiometer and the DUTs at the same position
relative to the beam with similar apertures, and the use of a stray light detector (see
chapter 2.4 and Table 2.5).
The electro-optical characterisations described here provided crucial input for the devel-
opment of the PQED. The characterisation of the induced junction photodiodes, custom-
made for the PQED, proved favourable features. The measurement of the linearity of
the photodiodes proved a linearity range from the sub-nanowatt radiant power range
to about 400 µW radiant power, thus making it the only potential primary radiometric
detector standard that allows linear radiant power measurements over seven orders of
magnitude of radiant power.
The results on the measured uniformity of the PQED photodiodes indicate that the
measured low non-uniformity of a maximum of 0.06% for clean photodiodes is caused
by local SiO2-oxide thickness variations. This issue is solved by the trap design of the
PQED.
The validation of the predictability of the PQED was performed with the new cryogenic
radiometer with uncertainties better than 30 ppm (see chapter 2.4). The PQED offers
ultra-low external and internal losses and, thus, a significantly smaller external quantum
deficiency as compared to conventional trap detectors.
At room temperature, the predicted and measured external quantum deficiencies of the
PQED agree within their 95% confidence intervals. This proves the possibility to use
silicon photodiode based detectors as absolute detectors with uncertainties commonly
achieved with cryogenic electrical substitution radiometers. However, the measured ex-
ternal quantum deficiency is always larger than the predicted external quantum defi-
ciency.
At the temperature of liquid nitrogen and at short wavelengths in the visible, the un-
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certainty of the predicted external quantum deficiency is an order of magnitude smaller
than at room temperature. However, the overlap of the uncertainty bars of predicted
and measured external quantum deficiency is reduced as compared to the room temper-
ature results. Furthermore, the predictability of the internal losses decreases steeply for
wavelengths longer than 700 nm at the temperature of liquid nitrogen. This is caused by
the high uncertainty of the available data for the absorption coefficient of silicon at this
temperature. However, PQED operation at low temperatures may achieve unrivalled
low uncertainties by using improved detector designs and modelling techniques of the
predicted responsivity.
Nevertheless, the difference between predicted and measured results indicates a system-
atic nature of the deviation. This systematic underestimation of the internal quantum
deficiency is most probably caused by the one-dimensional modelling of the internal
quantum deficiency [17]. By using a three-dimensional software, these issues are ex-
pected to be resolved by taking into account the recombination losses at the higher
doped regions, where the ohmic contacts are located.
To be used as a primary detector standard, the temporal stability of the photodiodes
has to be investigated, especially for wavelengths around 400 nm, where most photo-
diodes show temporal drifts in this wavelength range which is relevant for photometric
applications. When these pre-conditions are given, the PQED satisfies the requirements
for a primary detector standard.
Thus, the PQED is an ultra-high quality detector that combines ultra-low internal and
reflectance losses. The polarisation sensitivity of the PQED (see Figure 2.31) is a draw-
back that can be overcome by a higher number of reflections inside the PQED. The low
losses of the PQED make it a potential primary detector standard and transfer stan-
dard for inter-comparisons and the dissemination of radiant power scales with very low
uncertainties.
The ultra-low measurement uncertainty of the cryogenic radiometer facility in conjunc-
tion with the ultra-high quality detectors validated in this work will allow the dissemina-
tion of the radiant power scale of PTB to stakeholders and other NMIs with unrivalled
low uncertainties. This will be achieved by the lower uncertainty of the interpolation of
the spectral responsivity of the PQED-based transfer standards between the laser lines
where the detector was calibrated (see chapter 2.1.3).
However, to render possible the use of the QED as a primary detector standard for visi-
ble radiation, several efforts will be necessary. Most of them are object of research in the
joint research project of the European Metrology Research Programme: “New primary
standards and traceability for radiometry” starting in October 2013. Within this project
three aspects of the PQED are addressed: The improvement of the prediction of the spec-
tral responsivity, the experimental validation of this prediction with lower uncertainties
and the integration of the PQED into applications such as photometers to shorten the
traceability chain. To improve the modelling of the PQED a three-dimensional software
will be used while the current prediction is based on one-dimensional modelling.
However, the development of the PQED and especially the modelling of the responsivity
was an iterative process. The electro-optical characterisation of the photodiodes revealed
that, at temperatures of 80 K, the optical parameters of the silicon heavily affect the
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response of the PQED. This input was crucial for the development of the prediction of
the spectral responsivity with a one dimensional software. Furthermore, the comparison
of the PQED and the CRCF with extremely low uncertainties exposed a systematical
underestimation of the internal quantum deficiency. Indeed, the measurements proved
that one-dimensional modelling of the response of the PQED is not sufficient to quanti-
tatively predict the internal quantum deficiency.
Finally, the PQED is the major detector development in the recent years, aiming to
reduce the uncertainties in radiant power measurements in the visible by one to two
orders of magnitude down to the ppm level.
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In this chapter, several ways to bridge the radiometric gap are discussed and a syn-
chrotron radiation based method is introduced. The radiometric gap in the traceability
chain occurs in the transition of radiant power measurements to the counting of photons
with single photon detectors, i.e. between the classical radiometry and the few photon
radiometry, where only high uncertainty calibrations of photodetectors are commonly
available.
In the following sections four different calibration techniques for single photon detectors,
that are traceable to the SI or that are primary methods, are described. The “sponta-
neous parametric down conversion” (SPDC) method, the “quantum cloning” method,
the “substitution” method, and the “synchrotron radiation” method. Each of the meth-
ods has some drawbacks. For the substitution method, i.e. the measurement of the same
radiant power with a calibrated classical reference detector and a single photon detector
at high count rates, the single photon detector needs to be well characterised in terms
of dead time which often depends on the measured count rate and on the single photon
detector temperature. In addition, the linear response of the reference detector needs
to be well known down to a very low radiant power level where precise measurements,
especially linearity investigations of classical detectors, are hardly possible. If the SPDC
is used, the losses in the optical path, the uniformity of the applied crystal, etc., need
to be measured with high accuracy and limit the achievable uncertainty.
Finally, the synchrotron radiation method offers the highest flexibility in terms of radi-
ant power and useable wavelengths but is not easily available for the stakeholders.
In section 3.1, the operation principle of the single photon detectors used in this work
is briefly described and a definition of the terms used in this work to describe the per-
formance of single photon detectors is given.
In section 3.2.1, two absolute methods to calibrate single photon detectors based on spon-
taneously decays in an optical parametric process and the so-called no-cloning-theorem
are briefly described.
In section 3.2.2, the substitution method, a calibration method traceable to the SI, with
own experimental results is briefly described.
In section 3.3, the calibration method based on synchrotron radiation is introduced and
described in detail and experimental results are given.
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3.1 Single Photon Detectors
The few photon metrology is a rather new field of research. As a result of that, the terms
necessary to describe single photon detectors used among different research groups have
not been consolidated yet. To define the terms used in this work to characterise sin-
gle photon detectors an introduction into the operation principle of the single photon
detectors used within this work is given. Using these two examples, i.e. single pho-
ton avalanche diodes (SPADs) and superconducting nano-wire single photon detectors
(SNSPDs), a set of definitions is provided that is used at PTB and NIST and sees grow-
ing application world-wide.
In the first part of this section the two types of single photon detectors used in this work
are briefly described while the second part gives an overview of the key characteristics
of single photon detectors.
3.1.1 Types of Single Photon Detectors
The first detectors able to resolve single photons were photomultiplier tubes [89] devel-
oped in the 1930s.
In the 1960s the first single photon detectors based on solids were introduced. In the visi-
ble, the, so-called, Geiger-mode avalanche photodiodes [90] offer high quantum efficiency
and low noise as compared to analog detectors. Avalanche photodiodes, specially de-
signed and fabricated to detect single photons, will be named as single-photon avalanche
photodiodes (SPADs) in this work. SPADs can also be tailored to work in the near
infrared (NIR). In the NIR it is very difficult to combine high quantum efficiency and
low noise operation. Thus, devices working in the NIR are inferior to devices designed
to operate in the visible in all characteristics. Especially the wavelengths of 1310 nm
and 1550 nm, the so-called telecom wavelengths, are important for many applications of
single photon detectors and, thus, a lot of effort is put into enhancing NIR-SPADs [91].
Two recent reviews of single photon detectors and their technologies can be found in [92]
and [93]. Within this work, free space SPADs were used for the experiments in the
visible and fibre-coupled superconducting nano-wire single photon detectors (SNSPDs)
were used at the telecom wavelengths. The operation principle of these types of single
photon detectors is briefly described below.
Single Photon Avalanche Photodiodes
The SPAD is the “working horse” for single photon experiments and measurements
in the visible wavelength range. Most experimenters prefer, so-called, single photon
counting modules, where the SPAD is coupled with some electronics to provide stable
operation conditions and a standardised response to photons. SPADs can be divided
into two groups, “thick” and “thin” SPADs, which refers to the depletion layer of the
p-n-junction [94]. The figures 3.1(a) and 3.1(b) show typical cross sections of “thick”
and “thin” devices. The thin-SPADs have a depletion layer thickness of about 1 µm
while the depletion layer of thick-SPADs can have extensions from 20 µm to 150 µm.
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(a) Cross section of a typical “thin” junction single photon avalanche photodiode.

















(b) Cross section of a typical “thick” junction single photon avalanche pho-
todiode.
Figure 3.1: Cross sections of “thin” and “thick” single photon avalanche photodiodes.
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Thin-SPADs have breakdown voltages between 20 V to 50 V, small active areas from
20 µm to 50 µm and a maximum detection efficiency of about 45% at 500 nm declining at
longer wavelengths. Thick-SPADs, the kind of SPAD used in this work, have breakdown
voltages of 200 V to 500 V, large active areas of up to 500 µm and high detection
efficiencies of more than 50% in the visible wavelength range, but are very costly devices.
A SPAD is, in principle, a p-n-junction biased at a voltage above the breakdown voltage.
If a single charge carrier is injected into the depletion layer the high electric field triggers
a self-sustaining avalanche [95]. Thus, a macroscopic current rises with a sub-nanosecond
rise-time, to a steady value in the milliampere range. The leading edge of avalanche pulse
marks the arrival time of the absorbed photon. To prevent damage to the SPAD this high
avalanche current has to be quenched by reducing the bias voltage below the breakdown
value. A description of the quenching methods, i.e. active and passive quenching, can
be found, for instance, in reference [95]. Afterwards the voltage has to be restored to
become sensitive again. Most SPADs can be gated to reduce the noise level of the devices.
The maximum count rate of SPADs is limited by the deadtime, the maximum gating
frequency, if the gating function is used, and the maximum energy dissipation which can
be in the 10 W range. In this work two single photon counting modules manufactured
by Perkin-Elmer [96] were used.
Superconducting Nanowire Single Photon Detectors
Though it is known since the early 1970s that superconductivity [97] can be destroyed
by optical radiation [98], it took another 25 years until superconducting nano-wire single
photon detectors (SNSPDs) were proposed by Kadin et al. [99]. The first simulations of
the response of a SNSPD to optical radiation were performed by Semenov et al. [100]
shortly before the first experimental results were available by Gol’tsman et al. [101]. A
review of the theory and applications of hotspot-based detectors can be found in [102].
SNSPDs are made from a NbN-nanowire of a thickness of about 5 nm and strip widths
from 80 nm to 200 nm. The wire usually has a meander structure with dimensions in the
range from 5× 5 µm2 to 10× 10 µm2 to create a practical sensitive area and to achieve
a higher detection efficiency. Some considerations regarding the layout and processing
of these detectors can be found in [103].
The superconducting energy gap 2∆, the superconducting equivalent to the band-gap
in semiconductors, is two to three orders of magnitude smaller than in a semiconductor.
Thus, the sensitivity of these devices is much higher than that of photodiode based
systems and extends the wavelengths detectable far into the infrared [104].
The mechanism that leads to the detection of a photon is shown in Figure 3.2. The
detector is current biased to typically 90% of it’s critical current. Around this bias
value there is a good trade-off between detection efficiency and noise of the detector.
When a photon with an energy ~ω  2∆ is absorbed, a non-superconducting hotspot is
formed (Figure 3.2(a)) with dimensions of the thermalisation length 2λT. The resistive
hotspot grows due to the diffusion of hot electrons out of its centre (Figure 3.2(b)). This
extension of the “hot-spot” forces the supercurrent to flow in the “sidewalks” between
the hot-spot and the edges of the nano-wire (Figure 3.2(c)). If the hot-spot reaches a
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Figure 3.2: Schematics of the supercurrent-assisted hotspot formation mechanism in an
ultra-thin and narrow superconducting strip, kept far below the critical tem-
perature are shown (see text). The arrows indicate the direction of the
supercurrent flow.
sufficient size in conjunction with the bias current, the critical current density is exceeded
in the sidewalks and a resistive barrier is formed (Figure 3.2(d)). This gives rise to the
output of a short voltage pulse that can be amplified and detected with standard counting
equipment. The time span between the absorption of a photon and the cooling of the hot-
spot, restoring the superconducting state, is of the order of 30 ps [101]. The maximum
detection rate of these devices is limited by the kinetic inductance [105] that increases
linearly with the length of the nano-wire. The output pulse has a kinetic-inductance-
caused length of typically 4 ns to 10 ns. This time can be adjusted at the time of
manufacturing by changing the size of the detector or by connecting several SNSPDs in
parallel as described, e.g., in [106]. The detection efficiency of fibre-coupled systems [107]
at 1550 nm is of the order of 20% for high quality devices and can be increased to 57% for
customised devices with integrated optical cavities and anti-reflective coating [108]. A
major drawback of these systems is the strong dependence of the detection efficiency on
the state of polarisation of the radiation incident on the detector [109, 110]. The reason
of this behaviour has been investigated by Semenov et al. in [109]. They observed a
different absorbance of the thin meander for radiation polarised parallel or perpendicular
to the meander wires. The absorbance is, according to [109], approximately 50% higher
for radiation polarised parallel to the meander wires. Hence, control of the polarisation
state incident on the detector is required if stable detection efficiencies are necessary.
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3.1.2 Characteristics of Single Photon Detectors
An ideal detector has a unity quantum efficiency, no noise and can detect each photon
independently and unaffected by the incident rate. In addition, the detector has to be
able to resolve the number of incident photons. In reality, it is possible to find close
to ideal detectors when only one quality is considered but the other qualities are often
compromised. For example, so-called transition edge sensors [111, 112] reach almost
unity quantum efficiencies at the expense of speed. Though single photon detectors are
becoming a more and more mature technology, there is still a lack of a standardised set
of parameters characterising the performance of these devices or terms like detection ef-
ficiency and quantum efficiency (see below) are used without definition. The parameters
used in this work are described below. In addition, the typical values of these parameters
for SPADs and SNSPDs are given.
Quantum efficiency is the probability that an absorbed photon is transferred into an
electrical output signal.
Detection efficiency is the probability that an incident photon causes an electrical out-
put signal taking into account all losses associated with the detector such as cou-
pling losses for fibre-coupled devices or the protective glass in front of SPADs.
“Thick”-SPADs can reach detection efficiencies of up to 85% at the “red” wave-
lengths. High quality fibre-coupled SNSPDs have detection efficiencies of up to
25% at 1550 nm.
Dark count rate is the count rate of the detector in the absence of any light and equates
to the noise of the detector. The dark count rate of SPADs can be better than
10 Hz for selected devices with small active areas. The dark count rate of SNSPDs
is usually below 10 Hz for bias currents of 90% of the critical current.
Dead time is the smallest time duration after which the detection is unaffected by the
previous photon detection and limits the maximum detectable photon rate. The
dead time includes transition processes as they occur in SNSPDs as well as the
time necessary to recover the bias voltage in SPADs. SPADs have typical dead
times in the range from 25 ns to 50 ns. SNSPDs have nano-wire layout dependent
dead times of usually 1 ns to 10 ns.
Afterpulse probability is the probability that the detector gives an electrical output
signal after the initial photon detection without being triggered by further photon.
This probability should be given for a certain time period after the initial time
after photon absorption or as a function of that time. The after-pulse probability
of SPADs is count rate dependent and typically of the order of 0.5%. SNSPDs
have a afterpulse probability of zero.
Timing jitter is the uncertainty of the timing latency between photon detection and
the electrical output signal. The jitter of free space detectors can be reduced by
focussing the radiation to be detected on a certain place on the active detector
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area. The timing jitter for “thick”-SPADs is of the order of 800 ps and can be as
small as 40 ps for devices with a small active area. The timing jitter of SNSPDs
is typically better than 55 ps.
This is a non-exhaustive enumeration that can be extended if necessary. In addition, it is
important to state how these characteristics have been measured. If the characteristics
are count rate dependent their value should be extrapolated to zero count rate.
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3.2 Current Methods for Single Photon Detector Calibrations
In this section, the present state-of-the-art for single photon detector calibrations in
terms of detection efficiency is briefly described. First, methods that are primary are
briefly introduced and second, a method that is traceable to a primary standard is
discussed.
3.2.1 Calibration Methods of Single Photon Detectors Without Referencing
to a Primary Standard
Usually detectors are calibrated traceable to a primary detector standard, i.e. in radiom-
etry, traceable to cryogenic radiometers. Primary calibration methods for single photon
detectors, i.e. their accuracy is high enough and its value is accepted without reference
to other standards of the same quantity, have gathered a lot of interest in the recent
years. The latter is of special importance because many NMIs and stakeholders don’t
have cryogenic radiometers which is the most important primary detector standard in
radiometry. The main advantage of the methods described here, i.e. the spontaneous
parametric down conversion method and the quantum cloning method, is the adoption
to the radiant power levels commonly used in the few photon radiometry. SPDC is
accepted as a primary method.
Spontaneous Parametric Down Conversion
Spontaneous Parametric Down Conversion (SPDC) offers some unique possibilities, es-
pecially for traceable detector calibrations in terms of detection efficiency, that will be
briefly discussed here. The SPDC has been described first by Klyshko [20] in 1967 and
experimentally verified in the same year by several groups such as Magde et al. [113].
The idea to use SPDC as a radiant standard goes back more than 30 years ago [21].
It is now widely used to calibrate photodetectors in the photon counting regime. The
application of this method for the calibration of classical detectors has been recently
shown in [114, 115] by Brida et al. at the NMI of Italy, INRIM.
Because the SPDC is not used within the framework of this thesis, only a brief in-
troduction is given here. For a more detailed description of SPDC, reference [116] by
Hong and Mandel is recommended. The SPDC can only be described in the framework
of the quantum theory as shown by Klyshko et al. [20]. In SPDC, monochromatic pump-
ing radiation of frequency ω0 spontaneously decays in an optical parametric process into
a pair of signal (frequency ω1) and idler (frequency ω2) photons obeying energy and
momentum conservation:
~ω0 → ~ω1 + ~ω2 . (3.1)
The maximum decay efficiency is achieved when the phase matching condition is pre-
served, i.e.:
∆k ≡ k1 + k2 − k0 = 0 (3.2)
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with the wave vector ∆k of the phase detuning, k0, k2, and k1 the wave vectors of
the pumping photon, the signal photon and the idler photon, respectively. To create
a bi-photon field at the output, i.e. the flux of correlated photons, the frequencies of
ω1 and ω2 have to be in the transparency range of the scattering medium. Although
the time of the creation of the photon pair is random, the two photons are created
simultaneously. The polarisation states of the photon pairs are correlated, and are
either the same or orthogonal, depending on the particular down conversion process
employed. However, the two photons are created simultaneously and having different
but fixed directions, hence, they are a great tool for the calibration of single photon
detectors. If two detectors, one called “signal detector” the other called “idler detector”,
are placed along the propagation direction of the photon pair, the detection of an event
by one detector guarantees the presence of a photon at the conjugate detector within a
given time interval Tg. For a total number of events N , the number of events recorded
by the signal detector Ns, and the number of events recorded by the idler detector Ni
within the time interval Tg the following relationships holds:
Ns = ηsN (3.3)
Ni = ηiN (3.4)
with ηs,i the detection efficiencies of the signal and of the idler detector.
Then the measured number of coincidences Nc is then given by:
Nc = ηiηsN . (3.5)
The detection efficiencies of the two detectors can then be derived from:
ηs = Nc/Ni (3.6)
ηi = Nc/Ns (3.7)
These relations show that single photon detectors can be calibrated with this method
without reference to a calibrated detector and, hence, that this method is primary. These
relations only hold for an ideal setup, i.e. there are no losses in the optical path from
where the photon pair is created to the detectors and that unity coupling efficiency is
achieved. To calibrate single photon detectors with this method the losses in the optical
path have to be measured with low uncertainties.
The uncertainties associated with the SPDC decreased from approx. 20% in 1970 to
smaller than 0.20% in 2006 as described in [8]. An overview of the contributions to the
uncertainty budget of a calibration of single photon detector using SPDC can be found,
for instance, in [8, 117, 118, 119]. The dominant source of uncertainty of this calibration
method is the determination of the optical losses.
However, progress of improving the accuracy of SPDC as a primary detector calibration
has slowed down in the past years. Only a few groups, mainly at national metrology
institutes, are still working on the improvement of this method while the application
of this method is widely adopted among the national metrology institutes. The lowest
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uncertainty when calibrating single photon detectors with SPDC has been achieved by
Migdall et al. in 2007 [119] with uSPDC = 0.18%.
Quantum-Cloning for Absolute Radiometry
Sanguinetti et al. recently proposed a method [120] to establish a radiometric standard
based on the no-cloning theorem [121]. Classical information can be perfectly copied
independently on the initial quantity. This is in contrast to cloning in the quantum
domain. In quantum mechanics, an arbitrary unknown quantum state cannot be copied
with a fidelity of unity. In fact, the fidelity of quantum cloning is always less than
unity. In the framework of quantum information, a special class of quantum states are
referred to as quantum bits or qubits as the fundamental units of quantum information.
Depending on the quantity of information to be cloned, the quality of quantum cloning
increases with growing dimensions. It has been proved by Gisin et al. [122] that the
fidelity F of cloning N to M > N identical qubits for an ideal quantum cloning machine
can be derived ab initio [122] to be
FN→M =
1 + 1/M + 1/N
1 + 2/N . (3.8)
The fidelity FN→M increases rapidly to 1 for a growing number of input qubits N . This
can be explained by the initial quantum information becoming classical for large N .
This relation can be used to perform an absolute radiance measurement by exploiting
the quantum to classical transition of FN→M . As shown in [120], the number of input
photons per mode µin is then given by
µin =
2F− 1
1− F . (3.9)
The radiant power can be obtained from (3.9) by measuring the number of modes per
unit time. For an optimal quantum cloning machine of input polarisation photonic qubits
F is given by the overlap between input and output polarisations [120]:
F = P‖/(P‖ + P⊥) (3.10)
where P‖ and P⊥ are the output radiant power of the radiation polarised parallel and
perpendicular to the input polarisation. Hence, F can be obtained from purely rela-
tive measurements. The radiometer developed by Sanguinetti et al. works in the range
from single photons to 1011 photons per second and can be build as an all-fibre ra-
diometer [123]. At this time the “quantum cloning” method suffers from achievable
uncertainties in the small percentage range limited by the uncertainty contribution of
the measurement of the polarisation states [120]. The feasibility of this method is inves-
tigated at PTB in the division of optics to possibly become a radiometric standard in
the few photon regime.
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3.2.2 Calibration Method of Single Photon Detectors Referencing to a
Primary Standard
Cryogenic radiometers, the most advanced primary detector standards in radiometry, are
not suitable for measurements in the few photon regime when other properties than the
mean radiant power are of interest because they operate at time scales of minutes. As
described in chapter 2, the electrical substitution principle is more suitable for radiant
powers in the µW regime or higher. The difference in the heater power necessary to
maintain a constant cavity temperature with and without optical radiation, measured
to obtain the radiant power, decreases with the radiant power. This leads to increased
uncertainties caused by electrical noise as both heater power levels decrease and become
more and more equal with reduced photon fluxes. However, the high temporal stability
and scalability of the detectable radiant power makes cryogenic radiometers promising
candidates for primary detector standards in the few photon regime as well. Low radiant
power cryogenic radiometers are subject of research at the National Physics Laboratory
(NPL) [124] and the National Institute of Standards and Technologies (NIST) [125]. In
the group of John Lehman at NIST, absorbers for cryogenic radiometers based on carbon
nanotubes have been tested at radiant power levels below 10 nW [126]. Absorbers based
on carbon nanotubes can be tailored to the desired optical specifications and reflectances
as low as 0.045 % have been reported [127, 128]. With these optical properties, smaller
absorber structures can be used that provide higher sensitivity to expand the feasibility
of thermal detectors into the few photon regime. However, the most common calibration
method of single photon detectors traceable to a primary standard is the substitution
method described below.
The Substitution Method
The substitution method is the classical calibration method for single photon detectors.
Here, the radiant power, and, thus, the photon rate, is measured at a low photon flux
with a reference detector traceable to a primary detector standard. At the same photon
flux the count rate of the single photon detector, i.e. the DUT, is measured in order
to obtain the detection efficiency of the DUT. The photocurrent of the reference de-
tector, usually based on photodiodes, is amplified by several orders of magnitude with
a transimpedance amplifier. Usually tungsten halogen lamps with a current stabilised
power supply are used as radiation sources. The desired wavelength can be chosen with
interference filters and the attenuation of the radiant power, down to the few photon
regime, can be performed with neutral density filters. An integrating sphere can be
included to provide a uniform patch of light at the outputs of the integrating sphere.
The detection efficiency of the DUT can be obtained from the radiant power measured
with the calibrated detector and the count rate of the DUT using the relation:
DEDUT(λ) =
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with DEDUT(λ) the detection efficiency of the DUT at the wavelength λ, S(λ) the spec-
tral responsivity of the calibrated reference detector, G the gain of the transimpedance
amplifier, CR the count rate of the DUT, Vout the output voltage of the transimpedance
amplifier, and Ephot the photon energy. A detailed description of calibrations of single
photon detectors with the substitution method can be found in [12] and [129].
Within the “Candela” project, a Perkin-Elmer single photon counting module (SPCM),
which uses a SPAD as detecting element, has been calibrated with the substitution
method as a corporation between colleagues from INRIM, providing the SPCM, PTB,
providing the high stable laser source described in chapter 2.2 and the measurement
facility, CMI, providing a new type of transimpedance amplifier called switched inte-
grator amplifier [130], NPL, providing the calibrated trap detector, and METROSERT,
providing a high quality optical attenuator [131, 132]. A schematic of the calibration
setup is shown in Figure 3.3. The laser radiation was attenuated with a newly developed
ten-element transmission trap detector [131, 132] down to a power level of approxi-
mately 1 pW. This detector was also used to monitor the laser power. The radiant
power of the laser was then measured with the calibrated and cooled trap detector and
sequentially the count rate of the SPCM was measured. Cooling the trap detector to
a temperature of ≈ 15◦C reduces the noise floor of the detector by several orders of
magnitude. A measurement sequence included the measurement of the detector output
of the reference trap detector and SPCM with and without laser radiation. The result
of a measurement run is shown in Figure 3.4. The output voltage and the count rate
have been obtained by subtracting the detector output without laser radiation.
The most dominant contributions to the uncertainty budget of the calibration of a SPCM
by means of the substitution method are the standard deviation of the photocurrent of
the reference detector and the uncertainties associated with the different detector sizes
of reference detector and SPCM. The high count rates introduce a high thermal load to
the SPCM which affects the afterpulse and dark count probability as well as the dead
time. These parameters need to be measured with a low uncertainty in order to achieve
a low combined relative standard uncertainty of the detection efficiency of the DUT.
The active areas of typical classical detectors like photodiodes are usually several mil-
limetres in diameter while single photon detectors are very small in comparison with
classical detectors. A typical SPAD has an active diameter of 100 µm or less. Assuming
a gaussian intensity distribution, the extension of the optical field is infinite. Hence, con-
siderations of the influence of the detector sizes on the measured detection efficiency are
mandatory. If a single photon detector is calibrated by comparing, e.g., the photocurrent
of a 10 mm diameter photodiode and the count rate of a 100 µm active diameter single
photon detector one has to assure that the whole radiation that was detected with the
large classical detector is also detected by the single photon detector. Three approaches
to overcome the detector size issue are commonly followed:
1. Using calibrated lenses in front of the single photon detector [133].
2. Calibrating a unit of single photon detector and lens. This approach was followed
in this work to apply the substitution method [134].
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Figure 3.3: Schematic of the setup (Figure 3.3(a)) and photograph of the inside of the
light-tight enclosure (Figure 3.3(b)) used to calibrate a Single Photon Count-
ing Module (SPCM) with attenuated laser radiation. Both detectors, trap
detector (trap) in connection with the switch integrator amplifier (SIA) and
SPCM, are mounted on a translation stage that allows the irradiation of the
detectors at the same position with the same radiant power. The lens in
front of the SPCM is necessary to achieve an under-filling of the active area
of the SPCM with the laser radiation.
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3. Correcting for the optical losses when the single photon detector is not perfectly
under-filled. This approach was followed to calibrate free space single photon
detectors by means of synchrotron radiation [13] as described in chapter 3.3.1.
A standard uncertainty of 0.2% has been achieved [134] for the calibration of the SPCM
in conjunction with a lens in front of the active area by means of the substitution method
within the “Candela” project. However, a detailed uncertainty budget could not be
compiled for this thesis because the uncertainty contributions of the devices provided by
the partners were not available. A brief description of the results and a comparison with
calibration results of the same SPCM obtained with the SPCM method can be found
in reference [134]. The resulting uncertainty was limited by the standard deviation of
the photocurrent measured with the reference trap detector [134]. Most remarkable in
this experiment was the employment of a switched integrator current amplifier [130]
which is capable of measuring the photocurrent from 3×105 photons per second with an
uncertainty of 0.1% [129]. Furthermore, the measured detection efficiency agreed with
the result obtained from a calibration by means of the SPDC within the uncertainty of
the SPDC calibration of 0.3% [134]. The lowest uncertainty for a calibration using the
substitution method has been achieved by Polyakov et al. with 0.17% [12].
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Figure 3.4: Result of a measurement sequence containing several measurements of the
photon rate with the reference trap detector (green squares) and several pho-
ton counting measurements with the SPCM (red circles). The uncertainty
bars of the photon counting measurements are smaller than the red circles.
70
3.3 Bridging the Radiometric Gap with Synchrotron Radiation
3.3 Bridging the Radiometric Gap with Synchrotron Radiation
The efforts within the “Candela” project to create photon based standards for the few
photon radiometry inspired the involved people at PTB, to use the unique possibilities
of the division “7. Temperature and Synchrotron Radiation” to bridge the radiometric
gap by exploiting the properties of synchrotron radiation. In the division 7, primary
detector standards for radiant power measurements, i.e. cryogenic radiometer, are op-
erated as well as the primary source standard Metrology Light Source, which has the
necessary equipment for this task installed, with a dynamic range of the emitted spectral
radiant power of 11 orders of magnitude. The strict proportionality of emitted radiation
and the number of stored electrons of an electron storage ring provides a unique possi-
bility to bridge the radiometric gap by means of synchrotron radiation [15, 16]. With
these two tools, a calibration chain traceable to the CR can be established that can be
used to validate the SPDC and substitution method. This synchrotron radiation based
method can be applied to free space and fibre-coupled detectors. The development of the
fibre-coupled setup was done within the framework of the European Metrology Research
Programme joint research project “Metrology for Industrial Quantum Communication
Technologies” (MIQC) aiming to establish standards for quantum key distribution sys-
tems.
3.3.1 Introduction to Synchrotron Radiation based Source Standards
There are, at this time, about 70 synchrotron radiation sources in operation. The oper-
ation principle of electron storage rings dedicated for producing synchrotron radiation
is, for instance, described in [135]. The spectral photon flux ΦE through an aperture
can be calculated from storage ring parameters and geometrical quantities by means
of the so-called Schwinger equation [136]. The feasibility of electron storage rings to
serve as calculable radiation sources, i.e., as primary source standards, was recognised
in 1959 [137]. The three most important synchrotron radiation based primary source
standards in operation today, given in alphabetical order, are:
• BESSY II is a third generation storage ring located in Berlin-Adlershof where the
PTB operates a radiometry laboratory [138]. The operation of BESSY II started
in 1998. BESSY II covers the short-wavelength spectral ranges from the EUV to
the X-ray range.
• Metrology Light Source (MLS) is the electron storage ring (third generation) of the
PTB dedicated to metrology [138] located in Berlin-Adlershof in operation since
spring 2008. The MLS covers the spectral range from the far infrared / THz to
the extreme ultraviolet (EUV). The MLS has been used in this work to bridge the
radiometric gap in the transition from the classical radiometry to the few photon
radiometry.
• SURF III is a dedicated electron storage ring [139, 140] of the National Institute
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of Standards and Technology (NIST) located in Gaithersburg, MD USA. It has
been upgraded from SURF II to SURF III in 1998.
The term “third generation” describes dedicated facilities that were built to support the
implementation of, so-called, insertion devices such as wigglers and undulators.
Synchrotron radiation covers a tremendously larger spectral range than blackbody ra-
diation sources. Figure 3.5 shows the calculated spectral radiant powers of the primary
source standards BESSY II, the MLS and a blackbody with a temperature of 3000 K
which is close to the upper temperature limit of blackbodies. Although the MLS has not
been used as an absolute source standard in this work, a part of the instrumentation,
necessary for the operation as a primary source standard, was required to bridge the
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Figure 3.5: Calculated spectral radiant power of synchrotron radiation sources used by
PTB as primary source standards with different characteristic photon ener-
gies compared with a blackbody radiator [138].
as primary source standard all parameters entering the Schwinger equation have to be
known. The operation of the Metrology Light Source as a primary source standard is
described in detail in [22].
The emitted radiation of an electron storage ring can be calculated analytically with
the Schwinger theory [136] when the operation parameters of the electron storage ring
are known. The spectral radiant power ΦSchwingerλ for a photon wavelength λ can be
expressed as [22]:
ΦSchwingerλ = Φλ(E,W,B, I,Σy,Ψ, d, a, b) (3.12)
with the parameters: W the electron energy, B the magnetic induction at the radiation
source point, I the electron current in the ring, Σy the effective vertical source size, Ψ
the vertical emission angle, and the distance between the radiation source point and
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the photon flux defining aperture with dimensions a × b. How these parameters are
determined at the MLS is shown in [22] and at BESSY II in [141].
For N stored electrons the emitted spectral radiant power can be written as
Φλ(λ,N) = NΦSchwingerλ (λ, 1e
−)(1 + ε(λ)) (3.13)
where the number of stored electrons N is linked to the ring current Iring = Ne−ν, with
e− the elementary charge and ν the revolution frequency of the electrons. The factor
ε accounts for the vertical source size of the stored electron bunches. This parameter
considers the spread of the stored electrons and the resulting deviation from a perfect
circular orbit. The stored electrons show a small deviation from a perfect orbit with
space related standard widths of σx and σy and angular deviations of σx’ and σy’ [22].
Due to the tangential observation, the horizontal spread is of no importance but the
vertical spread leads to an effective divergence Σy′ at the aperture stop in front of the
experiment. This has to be taken into account as a convolution over the vertical emis-
sion angle Ψ. This correction factor is smaller than 10−4 for wavelengths longer than
200 nm at the MLS. A detailed description of this correction is given in [142, 143, 144].
However, this parameters had to be taken into account when the electron bunches were
imaged on small single photon detectors and optical fibres.
The direct proportionality of the number of stored electrons N and emitted spectral
radiant power is valid as long as the emitted wavelengths are shorter than the stored
electron bunches. At the Metrology Light Source, the ring current can be varied from
≈ 1 pA (one stored electron) to about 200 mA, i.e. by eleven orders of magnitude, in a
controlled way without changing spectral distribution of the emitted spectrum [22]. The
biggest challenge is the precise measurement of the ring current and, thus, the number
of stored electrons over 11 orders of magnitude. At the Metrology Light Source the ring
current is grouped into three categories, the high, the mid, and the low ring current
range. In the high ring current range, i.e. above 1 mA, two parametric current trans-
formers (PCTs, made by Bergoz, Crozet, France) are used to measure the ring current.
With these devices, the ring current can be measured with an uncertainty as low as
≈ 0.02%.
In the low ring current regime, i.e. below 1 nA, the ring current is determined by
counting the stored electrons. To count the stored electrons, the photocurrent of two
cooled windowless Si-photodiodes, that are irradiated with the synchrotron radiation, is
measured continuously. When one or more electrons are dropped out of the ring, step-
like drops of the photocurrent appear (see Figure 3.10). After the experiment, the ring
current is slowly reduced until all stored electrons are removed. The number of stored
electrons during the experiments can than be determined by counting the steps in the
photocurrent of the photodiodes. The uncertainty of the ring current measurement in
the low current regime is dominated by the uncertainty of the measurement of the rev-
olution frequency which is about 1× 10−7.
In the mid current range, i.e. between 1 mA, and 1 nA, windowless Si photodiodes with
filters in front of the active area are used to measure the ring current. The calibration
factors of these photodiodes are obtained from the measurements of the ring current
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in the low and high ring current range. The uncertainty achievable in the mid current
range is limited by the linearity of the photodiodes and is of the order of 2%. However,
close to 1 mA and 1 nA, i.e. close to the overlap of the high and mid current range and
the mid and low current range, uncertainties smaller than 2% of the measurement of the
ring current with the photodiodes can be achieved.
Furthermore, the uncertainty of the ring current measurement in the high and mid cur-
rent range is dependent on the actual experimental conditions. A detailed description
of the ring current measurement of the Metrology Light Source can be found in [145].
The unique properties of the synchrotron radiation from the Metrology Light Source [22,
138, 145] are used in this work to perform the calibration of two single photon avalanche
diodes (SPADs) (further named SPAD1 and SPAD2) and a superconducting nanowire
single photon detector (SNSPD) traceable to a cryogenic electrical substitution radiome-
ter.
3.3.2 Determination of the Photon Statistics of the Metrology Light Source
As mentioned before, the response of single photon detectors to photons is different from
that of classical detectors. Especially as classical detectors give an output proportional
to the radiant power averaged over the observation time while single photon detectors
give an output signal for each event caused by the absorption of one or more photons. In
most cases, the output signal of single photon detectors, related to a particularly detected
event, is independent of the number of absorbed photons. Thus, a classical detector
measures the radiant power while single photon detectors count events containing one or
more photons. The single photon detectors to be calibrated here are non-photon number
resolving detectors, i.e., since the Metrology Light Source is no single photon source the
measured count rate has to be corrected for detected events that contained two or more
photons. However, the probability that a pulse emits more than 3 photons is negligible
in the low ring current regime. Hence, the correction factor cst can be approximated
by cst = 1 + (p2 + p3)p1−1, with the probabilities p1, p2, p3 that the pulses contain
one , two or three emitted photons. However, the photon statistics has to be known
to obtain cst. The photon statistics of synchrotron radiation has been investigated,
especially for X-rays, for instance in [146, 147, 148, 149, 150]. The photon statistics of
the emitted synchrotron radiation has been determined to obey a thermal distribution,
Poisson distribution or a mix of the both distributions depending on the experimental
conditions. To identify the appropriate correction terms for the photon statistics, the
photon count distribution is briefly derived. A detailed derivation can be found in [151].
If radiation of intensity I(t) falls on a photon counter the probability ∆p that a count
occurs is given by
∆p(t) = αI(t)dt (3.14)
with the sensitivity of the detector α that depends on the area of the detector and the
wavelength. For the case that there are no random fluctuation in the intensity I(t) the
probability that no count occurs in the time interval dt′ at time t′ is given by 1−∆p(t′).
If we use the assumption that photo-counts in different time intervals are independent
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it can be shown [151] that the probability to detect n photons in the time interval t to
t+ T is given by
Pn(t, T ) =
1
n! [αT Ī(t, T )]
nexp[−αT Ī(t, T )] , (3.15)
with the mean intensity during the counting interval




I(T ′)dt′ . (3.16)
As the intensity Ī(t, T ) may vary from one counting interval to another it is more useful
to use the time average Pn(T ) of Pn(t, T ) over a large number of different starting times.
Pn(T ) can be expressed as [152]
Pn(T ) = 〈Pn(t, T )〉 (3.17)
=
〈
[αĪ(t, T )T ]n
n! exp[−αĪ(t, T )T ]
〉
. (3.18)
In the case of constant intensity Ī(t, T ) = I no averaging is necessary and
Pn(T ) =
n̄n
n! exp(−n̄) , (3.19)
and
n̄ = αIT . (3.20)
This is a Poisson distribution for which the variance V (n) is equal to n̄.
For fluctuating intensities, i.e. thermal radiation, as it occurs for synchrotron radia-
tion, (3.15) can be simplified in the limit that the counting time T is short compared to
the time were the intensity changes due to losses of electrons inside the storage ring. If
I(t) remains reasonably constant during the time interval T then
Ī(t, T ) = Ī(t) . (3.21)






−αĪ(t)T p(Ī(t))dĪ(t) . (3.22)








with I0 the average intensity and moment 〈In〉 = n!In0 . The variance and mean of the
photon count distribution are V (n) = n̄(1 + n̄) and n̄ = αTI0.
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With these photon count distributions of coherent and thermal radiation given in (3.19)
and (3.24) the measured count rate can be corrected if the photon statistic of the Metrol-
ogy Light Source for the measurement condition is known. As shown in Figure 3.6, the
photon statistics correction [p(2)+p(3)]p(1)−1 can heavily influence the calibration result.
Furthermore, for rates above 500000 photons/s, it would become the major uncertainty
contribution for this calibration method if the photon statistic is unknown.
To obtain the photon count distribution of the synchrotron radiation for the given experi-













Figure 3.6: Photon statistic correction [p(2) + p(3)]p(1)−1 plotted over the photon rate
of the Metrology Light Source for the assumptions, thermal radiation (green
line) and coherent radiation (red line).
mental conditions, the g(2)-function, i.e. the intensity correlation function of the Metrol-
ogy Light Source, was measured with SNSPDs (see chapter 3.1). The g(2)-function
is derived for instance in [151] where the approach of Glauber [153] is followed. To
describe intensity correlation measurements, it is necessary to define higher-order corre-
lation functions. The nth-order correlation function for electromagnetic fields is defined
as [151]
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Here, Ê(+) and Ê(−) are operators that represent the positive/negative frequency part of
the quantised electro-magnetic field. Thus, the correlation of the field at the space-time
point x = (r, t) and the field at the space-time point x′ = (r, t′) can be written as the
correlation function
G(1) = Tr{ρÊ(−)(x)Ê(+)(x′)} . (3.26)





with probabilities Pi and the discrete basis functions |i〉. With the first-order correlation
function for the radiation field, classical interference experiments can be explained. The
possibility to produce interference fringes when two optical fields are superposed is given
when G(1)(x1, x2) > 0 an, thus, the larger G(1)(x1, x2) gets the more the interference
fringes become visible. The maximum magnitude of G(1)(x1, x2) is given by the relation
|G(1)(x1, x2)| ≤ [G(1)(x1, x1)G(1)(x2, x2)]1/2 . (3.28)









0 < ... < 1 partially coherent.
0 incoherent.
(3.30)
While g(1)(0) = 1 for all fields, the time τ where |g(1)(τ)| equals one is named coherence
time τc.
The second-order correlation function G(2) is given by
G(2)(τ) = 〈Ê(−)(t)Ê(−)(t+ τ)Ê(+)(t+ τ)Ê(+)(t)〉 (3.31)
= 〈: Î(t)Î(t+ τ) :〉 (3.32)
with : : indicating normal ordering and the intensity Î(t). To evaluate this quantity, the





For coherent states g(2)(τ) holds:
g(2)(τ) = 1 (3.34)
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for all times τ . Thus, the photons are uncorrelated which is in agreement with the
probability distribution of coherent states being a Poisson distribution. In addition,
this result shows that coherent states don’t show intensity fluctuations. For fluctuating
classical fields it is useful to introduce a probability distribution P (ε) which describes
the probability that the classical field E(+)(ε, t) has the amplitude ε







with the V the mode volume.
For zero time delay, τ = 0, the single-mode field can be written as
g(2)(0) = 1 +
∫
P (ε)(|ε|2 − 〈|ε|2〉)2d2ε
(〈|ε|2〉)2 . (3.36)
As the probability distribution P (ε) is positive for classical fields it follows that
g(2)(0) ≥ 1.
For fields obeying a Gaussian distribution with zero mean amplitude (3.32) becomes
G(2)(τ) = G(1)(0)2 + |G(1)(τ)|2 (3.37)
which is equal to
g(2)(τ) = 1 + |g(1)(τ)|2 (3.38)






For a field with a Lorentzian spectrum g(2)(τ) becomes
g(2)(τ) = 1 + e−γτ (3.40)
and for a field with a Gaussian spectrum
g(2)(τ) = 1 + e−γ2τ2 . (3.41)
For τ  τc the correlation time of radiation g(2)(τ)→ 1. For τ  τc the value of g(2)(τ)
for chaotic light is increased over coherent light
g(2)(0)chaotic = 2 · g(2)(0)coherent (3.42)
due to the intensity fluctuations in the chaotic radiation field. This was first experi-
mentally observed by Hanbury-Brown and Twiss [156]. In the photon interpretation of
electromagnetic fields, classical intensity fluctuations are referred to as photon bunching.
Thus, the photon statistic of the Metrology Light Source can be directly derived from
a measurement of g(2)(0). To correct for the photon statistics of the Metrology Light
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Source, a thermal statistic is assumed [157]. However, the thermal behaviour of the
emitted radiation is expected to be weakened because the pulse width of the synchrotron
radiation is longer than the longitudinal coherence length of the beam. In addition, the
cross section of the beam is larger than the transverse coherence length. Taking these
effects into account , the estimated value g2e (0) for g2(0) is given by [157]
g(2)e (0) = 1 + F (π1/2dx/lx)F (π1/2dy/ly)τc/τp (3.43)
with lx and ly the transverse coherence widths in vertical and horizontal direction, dx,y
the dimensions of the entrance optics of the fibre coupling setup for the SNSPDs, σx,y
the standard deviation of the Gaussian source size, λ the wavelength, D the distance
between source and detector, τc the coherence time of the beam, τp the pulse width of
the synchrotron radiation with τc  τp and





du− (1− e−b2)/b2 , (3.44)
lx,y = λD/2π1/2σx,y . (3.45)
For both wavelengths, 1.55 µm, where the photon statistics was measured and the
SNSPD was calibrated, and 650 nm, where the SPADs were calibrated, (3.43) gives
g
(2)
e (0) = 1.006.
The measurement of the photon statistic was performed at a wavelength of 1.55 µm and
not at 650 nm because a possible thermal behaviour of the emitted radiation is expected
to be more easily detectable at longer wavelengths. To measure g(2)(0) the synchrotron
radiation was monochromatised with an interference filter with a central wavelength of
1551.97 nm and was coupled into an optical fibre. A fibre-coupled beam splitter with a
splitting ratio of 50/50 was used to irradiate two SNSPDs with the synchrotron radiation
(see Figure 3.7(a)). The two SNSPDs were connected with the start and stop input of
a coincidence counter (Picoharp 300, Picoquant), respectively. This setup was used to
measure the coincidences in a certain time window. To reduce the influence of the dead
time of the detectors and the coincidence counter as well as to increase the separation
of the measured coincidence peaks the number of electron bunches has been reduced
from eighty to ten, i.e., the temporal separation of the bunches has been increased from
2 ns to 16 ns. Figure 3.7(b) shows the resulting coincidences. Synchrotron radiation
is non-stationary. The systematical temporal evolution due to the bunched structure
contributed to a large amount of trivial correlation [148] in the measurement of g(2)(τ)
as shown in Figure 3.7. The measured value of g(2)(0) without normalisation is 1.13 (see
also Figure 3.7(b)), i.e. the thermal behaviour of the radiation is enhanced by a factor
of about 20 as compared to the estimated value g(2)e (0) = 1.006. Thus, the measured
coincidences have to be normalised by using a synchrotron radiation pulse from the same
electron bunch to start trigger the initial coincidence measurement and the normalisa-
tion coincidence measurement using an additional coincidence counter (Picoharp 300,
Picoquant) delayed by one revolution of the ring [157] as shown in Figure 3.8(a). The
measured value with normalisation of g(2)(0) of 1.0049 ± 0.0008 (see Figure 3.8(b)) is
79

























Figure 3.7: Schematic of the setup to measure the coincidence rate of the synchrotron
radiation (Figure 3.7(a)) and the resulting number of coincidences (Fig-
ure 3.7(b)). The spectrally filtered radiation of the Metrology Light
Source has been fed into a fibre-coupled Hanbury-Brown and Twiss setup
(HBT) [156] with the detectors D1 and D2. The schematic shows the fibre-
coupled beamsplitter with a splitting ratio of 50/50 (50/50 BS), the two
SNSPDs (D1 and D2), and the coincidence counter. The systematical tem-
poral evolution of the bunch structure of the synchrotron radiation intro-
duces a high amount of, so-called [150], trivial correlation. The measured
value of g(2)(0) without normalisation is 1.13, i.e. significantly higher than
the estimated value g(2)e (0) = 1.006.
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Figure 3.8: Schematic of the extended setup of that shown in Figure 3.7(a) to measure
the photon statistics of the Metrology Light Source (see Figure 3.8(a)) to
take into account the trivial coincidences due to the electron bunch structure
(see Text) and the resulting normalised coincidences (Figure 3.8(b)). The
measured value of g(2)(0) of 1.0049 ± 0.0008 is close to the estimated value
g
(2)
e (0) = 1.006.
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close to the estimated value g(2)e (0) = 1.006.
Hence, the Poissonian statistics has to be used to perform the correction for the influence
of the statistical fraction of pulses from a single electron bunch that contained two or
more photons.
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3.3.3 Traceable Calibration of Free Space Single Photon Avalanche Diodes
Two free space Si single photon avalanche diodes (SPADs) produced by Perkin&Elmer [96],
further named SPAD1 and SPAD2, were calibrated in order to determine the detection
efficiency by means of synchrotron radiation. To perform the calibration, the synchrotron
radiation was monochromatised by a filter with a central wavelength of 651.34 nm, spa-
tially filtered by an aperture with a free diameter of 50 mm and focussed sequentially
on a trap detector, as the reference detector, and the SPAD (see schematic of the setup



















Figure 3.9: Schematic of the setup used to calibrate Single Photon Avalanche Diodes
(SPADs). The photon rate (PRIhigh) in the high ring current range was
measured in the focus of the synchrotron radiation by a calibrated trap de-
tector using its known responsivity Strap(λ). In a second step the count rate
of the SPAD CRSPAD was measured in the low ring current range. The un-
corrected detection efficiency of the SPAD DE∗SPAD can then be calculated
according to equations (3.46) to (3.50).
stored electron in the focus was determined at a ring current Ihigh of about 140 mA using
the trap detector that was calibrated traceable to a cryogenic radiometer of PTB. At this
level the ring current was measured with a relative standard uncertainty of 4.8 · 10−4 by
parametric current transformers. The ring current was then reduced to several hundred
pA (Ilow), i.e. several hundred stored electrons. At this level, the ring current Ilow was
calculated as the product of the revolution frequency in the storage ring and the number
of stored electrons which was determined via counting every electron loss with cooled
monitor diodes [145] until no electrons were left in the ring. Given the fact that the
emitted number of photons per stored electron is independent of the ring current, the
broad dynamic range of the Metrology Light Source is used to bridge the gap between the
radiant power level used in classical radiometry and the level of a few photons/s. Using
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this calibration method, no attenuators, that would have to be characterised, are needed
and the linearity of the transfer detection system, trap detector and amperemeter, has
to be known only in the µW power regime. The count rate of the SPADs per stored
Figure 3.10: Count rate of SPAD1 and SPAD2 (black crosses) per stored electron (left
scale) and number of stored electrons (blue line measured electron number,
red line guidance for the eye, right scale) vs. measurement time. The
discrete steps in the red and blue line are due to electron losses (figure
taken from [13]).
electron was measured for different electron numbers. Figure 3.10 shows the results of
these measurements. The determined count rates of the SPAD per stored electron (left
axis) and the number of stored electrons (right axis) are plotted over measurement time.
Higher count rates per stored electron result in higher detection efficiencies. Thus, the
uncorrected detection efficiency of the SPAD DE∗SPAD is determined from the count rate

























· Strap · Ephot · Ihigh · τ
e− · itrap
(3.50)
with CRSPAD the measured count rate of the SPAD, Strap the spectral responsivity of
the trap detector, Ephot the photon energy, Ihigh the measured ring current in the high
current range, τ the revolution time of a stored electron of 160 ns, e− the elementary
charge, PR the rate of the photons emitted by the Metrology Light Source and collected
by the setup shown in Figure 3.9, NIhigh,Ilow the number of stored electrons for high (Ihigh)
and low (Ilow) ring current and itrap the measured photocurrent of the calibrated trap
detector. DE∗SPAD is a first approximation of the detection efficiency. Several corrections
are still needed to get the correct detection efficiency of the SPAD and its uncertainty.
Corrections and Uncertainties
DESPAD was determined for SPAD1 and SPAD2. All necessary corrections and relevant
sources of uncertainty are given below. The DE was calculated according to (3.51) from
the measured DE∗SPAD and the correction factors: cs for the influence of the different
detector sizes, cbw for the bandwidth of the used filter, cap for the afterpulsing probability,
cdt for the SPAD dead time and cst for the photon statistics of the synchrotron radiation.
DESPAD = cscbwcapcdtcstDE∗SPAD (3.51)
Correction for Different Detector Sizes of SPAD and Trap Detector Be-
cause of the different detector sizes, the SPAD may not detect all the radiation which
is detected by the trap detector. To correct for the different detector sizes, a possible
influence of the vertical source size (parameter ε, see above) on the calibration result
was investigated and the transmission of the synchrotron radiation through the aper-
tures of two pinholes, alternately placed in the focus of the synchrotron radiation, was
measured with a single photodiode (see Figure 3.11). To estimate the dependence of ε
on the ring current the stability of the signal of a photodiode with a pinhole of 196 µm
(see Figure 3.11) normalised to the ring current was measured for ring currents from
140 mA to 5 mA. The independence of the ratio of photocurrent and ring current on the
ring current is a prerequisite for the correction of the different detector sizes of SPAD
and trap detector. The result of this measurement is shown in Figure 3.12. As shown
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Synchrotron Radiation
Aperture
Filter @ 651.34 nm
Lens Pinhole Photodiode
Figure 3.11: Schematic of the setup used to determine the correction factor for the dif-
ferent detector sizes of SPAD and trap detector. The photodiode signal was
measured for three configurations, without pinhole and with pinholes with



























Figure 3.12: Stability of the transmission through a 196 µm pinhole and, thus, of the
vertical source size ε of the synchrotron radiation. The relative standard
uncertainty of the measurement is given by the uncertainty of the ratio of
the photocurrent and the ring current uItrapnorm = 0.051%. The spike at
50 mA ring current arises from a short instability of the cooling system of
the Metrology Light Source and has been neglected.
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in Figure 3.12, the influence of a change of the electron beam size can be neglected for
the given calibration conditions. However, for a pinhole diameter of 150 µm the nor-
malised photocurrent was depending on the ring current. These results are not shown
here because they don’t affect the calibration with the active diameter of the SPADS
being larger than 196 µm (as shown below).
Pinholes with a diameter of 196 µm and 149 µm were chosen for the setup shown in
Figure 3.11, thus one being larger and one being smaller than the nominal diameter of
the SPADs of 180 µm as given in the data sheets. The photocurrent of the measurement
without pinhole was compared with the photocurrents obtained with the two pinholes
to determine the losses due to the different detector sizes. Table 3.1 shows the result-
ing losses with respect to the measurement without pinhole. Furthermore, the SPAD






Table 3.1: Measurement of the radiation losses asso-
ciated with the two different pinholes and
the linear extrapolated value* for an active
SPAD diameter of 210 µm.
Ne-laser beam with a spot size smaller than 15 µm and a wavelength of 633 nm. Three
motorised translation stages were used to scan the laser focus over the SPAD area. The
measurements resulted in SPAD diameters of (210 ± 2) µm for both SPADs (see Fig-
ure 3.13) which is considerably larger than the nominal value in the data sheets [96]. The
transmittance through the pinhole was calculated for this experimentally determined di-
ameter and gives a correction factor cs = 1.0344± 0.0009.
Bandwidth Correction To correct for the spectral dependence of the calculated
emitted photon flux of the Metrology Light Source ΦMLS(λ), of the transmittance of the
used interference filter F (λ) and of the different spectral shapes of the responsivity of
the trap detector Strap(λ) and the detection efficiency of the SPADs D̃ESPAD(λ) two
correction factors were determined:
cSPAD =
∫
λ ΦMLS(λ) · F (λ) · D̃ESPAD(λ) · d(λ)
D̃ESPAD(651.34 nm) ·
∫




λ ΦMLS(λ) · F (λ) · Strap(λ) · Ephot(λ) · d(λ)
Strap(651.34 nm) ·
∫
λ ΦMLS(λ) · F (λ) · Ephot(λ) · d(λ)
. (3.53)
Only the relative spectral functions of the wavelength-dependent quantities (see Fig-
ure 3.14) are needed in (3.52) and (3.53). The relative spectral functions can differ from
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(a)
(b)
Figure 3.13: Uniformity of the two calibrated SPADs. Figure 3.13(a) shows SPAD1 and
Figure 3.13(b) shows SPAD2. The measurements were performed with an
attenuated He-Ne laser at a wavelength of 633 nm and a spot size smaller
than 15 µm. The active diameter, obtained from the full width at half
maximum diameter, is 210 µm for both devices.
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Figure 3.14: Visualisation of the input parameters for the equations (3.52), (3.53) (see
text). The figures show the calculated spectral radiant power of the Metrol-
ogy Light Source (Figure 3.14(a)), the transmittance of the interference fil-
ter (Figure 3.14(b)) taken from the data sheet, the detection efficiency of the
SPADs (Figure 3.14(c)) taken from the data sheet [96], and the measured
spectral responsivity of the reference detector (Figure 3.14(d)).
the corresponding quantity by a wavelength independent factor. Therefore the nominal
detection efficiency of the SPAD taken from the data sheet D̃ESPAD(λ) [96] was used for
this correction and the same wavelength dependent photon flux of the Metrology Light
Source has been used in (3.52) and (3.53). The correction is then calculated from the
ratio of the bandwidth correction of the SPAD and of the trap detector and results in
cbw = cSPAD/ctrap = 1.0004± 0.00019.
Correction for Afterpulse and Dead Time An afterpulse of a SPAD is charac-
terised not to be initiated by an incoming photon, but to appear statistically directly
after the dead time after a photon absorption (see Figure 3.15). To measure the after-
pulse probability a He-Ne-Laser at 633 nm was focussed on the SPADs and attenuated to
give a SPAD count rate similar to the count rates while performing the calibration with
synchrotron radiation because the afterpulse probability depends on the count rate of
the detector [12]. The afterpulse probability was determined from the ratio of afterpulses
to photon counts. For SPAD1 and SPAD2 10000 photon detections events were sampled
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Figure 3.15: Output signal of SPAD1 measured with an oscilloscope. The photon in-
duced output voltage pulse (time span 0 ns to 20 ns) is followed by a,
so-called, afterpulse (time span 28 ns to 48 ns) directly after the end of the
dead time of SPAD1 of 28 ns.
with an Agilent DSO1024A oscilloscope. The samples where then analysed to count the
fraction of events where an additional pulse, the afterpulse, comes directly after the end
of the dead time, i.e. in the time window of 27 ns to 29 ns after the initial output pulse.
The resulting afterpulse probability is pap1 = 0.14% for SPAD1 and pap2 = 0.07% for
SPAD2 at a count rate of about 9000 cps. The afterpulse correction factor is obtained by
calculating cap1,2 = 1− pap1,2. The dead time dt has been determined from the shortest
duration between two output pulses to be 28 ns for both SPADs at a count rate of about
9000 cps and introduces only a minor correction of cdt = 1.00025 ± 0.00002 obtained
from cdt = (1− dt · CR)−1.
Correction for Photon Counting Statistics To perform the correction for the
photon counting statistics, the fraction of pulses that contains three or more photons
has been neglected since p(3) p(2). The correction is calculated for the emission char-
acteristics of the Metrology Light Source, i.e. a pulse rate of 500 MHz, and a photon
rate of about 13000 s−1 at Ilow, which gives a mean photon number per pulse of the
order of µ = 2.6 · 10−5. Assuming a Poisson statistics, as discussed in chapter 3.3.2,
the probability that a pulse contains two photons is 9 · 10−6 and the correction factor
cst = 1 + p2/p1 = 1.000009± 0.000009. Since the correction factor is almost unity, this
correction has an uncertainty as the value of this correction.
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Uncertainty Budget Table 3.2 shows the uncertainties arising from the measure-
ments and of the applied corrections. The values given are relative standard uncertain-
Source of uncertainty correction factor SPAD1 SPAD2
count rate of SPAD uCR 0.045% 0.043%
ratio photocurrent to
ring current (Ihigh), type A uItrapnorm 0.051% 0.051%
photocurrent trap uampmeter 0.02% 0.02%
ring current (Ihigh) uIring 0.048% 0.048%
spectral responsivity trap uStrap 0.045% 0.045%
positioning SPAD upos 0.02% 0.02%
source size variation uss 0.048% 0.048%
dead time cdt 1.00025 0.002% 0.002%
photon statistics cst 1.000009 0.0009% 0.0009%
bandwidth cbw 1.0004 0.019% 0.019%
afterpulsing of SPAD1 cap1 0.99857 0.098%
afterpulsing of SPAD2 cap2 0.99933 0.071%
detector size cs 1.0344 0.09% 0.09%
combined relative
standard uncertainty
of the detection efficiency u 0.17% 0.16%
Table 3.2: Relative standard uncertainties and correction factors contributing to the
traceable calibration of the detection efficiency of two SPADs using syn-
chrotron radiation.
ties. The uncertainty for the determination of the count rate of the SPADs contains
the uncertainty of the measurement of the count rate and the uncertainty of the deter-
mination of the dark count rate and gives uCRSPAD1 = 0.045% and uCRSPAD2 = 0.043%.
The uncertainty of the spectral responsivity of the transfer detector is uStrap = 0.045%.
Another source of uncertainty is the determination of the ratio of the photocurrent of
the calibrated trap detector and the ring current at Ihigh. The values of the uncer-
tainties connected to these measurements are the uncertainty of the measurement of
the ring current uIring = 0.048%, the systematical uncertainty of the used amperemeter
uampmeter = 0.02% and the type A uncertainty of the measured ratio of the photocurrent
of the trap detector and of the ring current uItrapnorm = 0.051%.
Within the uncertainty of the ring current measurement uIring , there was no dependence
of the ratio of transmitted synchrotron radiation and ring current from the ring current,
therefore, this uncertainty contributes with the uncertainty of the ring current mea-
surement to the uncertainty budget (see Table 3.2), i.e. uss = uIring , as an upper limit
estimate. The uncertainties of the number of stored electrons NIlow and of the revolution
time τ are below 0.001% and have not been listed. The uncertainty arising from the
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positioning of the SPADs with respect to the synchrotron radiation focus with motorised
stages is upos = 0.02%.
The combined relative uncertainty of this calibration is uSPAD1 = 0.17% for SPAD1 and
uSPAD2s = 0.16% for SPAD2. The main contributions to these overall uncertainties
are the uncertainties of the corrections for the different detector sizes cs and for the
afterpulsing probability cap (see Table 3.2). These results show that the uncertainties
achieved with this method are slightly better than the lowest uncertainties achieved so
far by means of the SPDC and the substitution method [119].
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3.3.4 Traceable Calibration of Fibre-coupled Superconducting Single
Photon Detectors
A fibre-coupled superconducting nanowire single photon detector (SNSPD) (see chapter
3.1), produced by SCONTEL, Russia, was calibrated traceable to a cryogenic radiometer
by means of synchrotron radiation.
Measurement Principle
The measurement principle for fibre-coupled detectors is similar to the principle for the
free space detectors. A schematic of the setup is shown in Figure 3.16. The detection
efficiency of the SNSPD is polarisation dependent. Thus, a fibre-coupled polariser was
used for this calibration. The polarisation has been adjusted to reach the maximum
count rate of the SNSPD. The used ring current ranges are substantially different for
Figure 3.16: Schematic of the setup used to calibrate a fibre-coupled superconducting
nanowire single photon detector (SNSPD). The photon rate (PRIhigh) in
the high ring current range is measured by a calibrated InGaAs reference
detector using its known responsivity SIGA(λ). In a second step the count
rate of the SNSPD CRSNSPD is measured in the low ring current range.
Both detectors are, depending on the ring current, alternately connected to
the same optical fibre. The uncorrected detection efficiency of the SNSPD
DE∗SNSPD can then be calculated according to equations (3.46) to (3.50).
this calibration method as compared to the free space calibration described above. The
vertical source size of the synchrotron radiation becomes a critical parameter and limits
the maximum ring current to values of approximately 1 mA. At higher ring currents the
coupling between the electrons in the circulating electron bunches is current dependent
and, thus, changes the vertical source size. Thus, the coupling efficiency of the syn-
chrotron radiation into the fibre is ring current dependent for ring currents above 1 mA.
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Furthermore, the minimum ring current is limited to values not smaller than several
nA to achieve sufficient count rates of the DUTs caused by the coupling losses into the
optical fibre. To increase the available radiant power of the Metrology Light Source per
stored electron, the undulator U180 [145] was used in this calibration campaign.
To perform the calibration of the SNSPD, the synchrotron radiation was monochroma-
tised by a filter with a central wavelength of 1551.97 nm and fed into a single mode
optical fibre (SMF-28) for a wavelength of 1550 nm. The fibre-coupled synchrotron radi-
ation was then connected to the reference detector, a calibrated InGaAs photodiode, and
the SNSPD sequentially (see schematic of the setup in Figure 3.16). The SNSPD was
current biased to 90% of the critical bias current. The absolute photon rate per stored
electron that was coupled into the fibre was determined at a ring current Ihigh of about
1 mA using an InGaAs detector that was calibrated traceable to a cryogenic radiometer
of PTB. At this level the ring current could be measured with a relative standard uncer-
tainty of 5·10−3 by cooled photodiodes with aluminium filters. The ring current was then
reduced to approximately 5 nA. At this ring current Ilow, corresponding to about five
thousand stored electrons, the count rate of the SNSPD, normalised to the ring current,
was measured. At this level, the ring current was measured by counting the electrons
as described above. The uncertainty contribution of the measurement of Ilow was below
10−5 and was neglected. A detailed description of the ring current measurement of the
Metrology Light Source can be found in [145]. The uncorrected detection efficiency of
the SNSPD DE∗SNSPD is, using the relation (3.50) with the count rate of the SNSPD





The measured photon rate of the Metrology Light Source per stored ring electron and the
measured count rate of the SNSPD is plotted in Figure 3.17. As for DE∗SPAD, DE∗SNSPD
is a first approximation of the detection efficiency. The corrections and uncertainties to
get the precise detection efficiency of the SNSPD are given below.
Corrections and Uncertainties
Correction for Photon Statistics As described before, the Poissonian statistics
was used to perform the correction for the influence of the statistical fraction of pulses
from a single electron bunch that contained up to three photons. The correction was
calculated for the emission characteristics of the Metrology Light Source, i.e. a pulse
rate of 500 MHz, and a photon rate of about 630000 s−1 at Ilow, which gives a mean
photon number per pulse of the order of µ = 0.001. This minor correction has a value
of cst = 1.0006. The relative uncertainty of the correction factor has been determined
to be 50% of the correction, i.e. u(cst) = 0.03%.
Correction for Dead Time The dead time dtSNSPD of the SNSPD was determined
to be 10±2 ns by sampling the output pulse of the SNSPD with an oscilloscope and mea-
suring the duration where the output pulse declined to 0 V. The dead time introduces
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Figure 3.17: Ratio of the photon rate (PR) to the number of stored electrons (N) (red
circles) and ratio of the count rate of the SNSPD (CRSNSPD) and the num-
ber of stored electrons (N) (green squares) plotted over the electron ring
current of the Metrology Light Source. The uncertainty of the measured
ring current and, thus, of the measured ratios in the high ring current range
was uIInGaAsnorm = 0.53% and uCR = 0.075% in the low ring current regime.
a correction of cdtSNSPD = 1.00095 obtained from cdt = (1 − dt · CR)−1. Furthermore,
the counting electronics has an additional dead time dtcounting of 20 ± 1 ns which in-
troduces a correction of cdtcounting = 1.0019. The uncertainties of these correction are
u(cdtSNSPD) = 0.02% for the dead time correction of the SNSPD and u(cdtcounting) = 0.01%
for the dead time correction of the counting electronics.
Correction for Bandwidth of the Synchrotron Radiation To correct for the
spectral dependence of the calculated emitted photon flux of the undulator U180 of
the Metrology Light Source ΦMLS(λ), of the transmittance of the used interference fil-
ter F (λ) and the different spectral shapes of the responsivity of the reference detector




λ ΦMLS(λ) · F (λ) · D̃ESNSPD(λ) · d(λ)
D̃ESNSPD(1551.97 nm) ·
∫




λ ΦMLS(λ) · F (λ) · SInGaAs(λ) · Ephot(λ) · d(λ)
SInGaAs(1551.97 nm) ·
∫
λ ΦMLS(λ) · F (λ) · Ephot(λ) · d(λ)
. (3.56)
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As for the calibration of the SPADs only the relative spectral functions of the wavelength-
dependent quantities are needed in (3.55) and (3.56). The nominal detection efficiency
of the SNSPD was taken from the data sheet, D̃ESNSPD(λ) was used for this correction
and the same wavelength dependent photon flux of the Metrology Light Source was used
in (3.55) and (3.56). The correction is then calculated as the ratio of the bandwidth
correction of the SNSPD and of the reference detector and results in cbwSNSPD = 0.9990.
The uncertainty of cbwSNSPD has been estimated to u(cbwSNSPD) = 0.01%.
Correction for the Applied Bias Current As described in chapter 3.1.1, SNSPDs
are typically operated at a bias current of 90% of the critical bias current value. The
minimum current increment that can be adjusted by the controller of the SNSPD sys-
tem is 0.1 µA with typical critical currents in the range from 20 µA to 30 µA. Hence,
the accuracy of the determined critical bias current as well as the applied bias current
are limited by the controller. The uncertainty contribution of the measurement of the
critical bias current Icritical has been determined to u(Icritical) = 0.82% using the depen-
dence of the detection efficiency on the bias current (see also Figure 3.18). In addition,
the measured detection efficiency was corrected to obtain the value for an applied bias













‡ ‡ ‡ ‡





























Figure 3.18: Measured detection efficiency (green squares) and dark count rate (red cir-
cles) of the SNSPD plotted over the bias current normalised to the critical
bias current. The uncertainty bars of the measured detection efficiency are
about the same size as the green markers.
and the dark count rate of the SNSPD versus the applied bias current normalised to
the critical current. The actual applied bias current Ibias during the calibration was set
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to Ibias = 0.901 · Icritical. The correction for the applied bias current was determined
from the dependence of the detection efficiency on the applied bias current, shown in
Figure 3.18 to cbias = 0.9952 with u(cbias) = 0.16%.
Polarisation Dependence of the Detection Efficiency To determine the un-
certainty contribution associated with the polarisation dependence of the detection effi-
ciency of the SNSPD, the reproducibility of the polarisation adjustment was investigated
with a laser source at a wavelength of approximately 1550 nm. A fibre-coupled polariser,









relative standard uncertainty 1.35%
Table 3.3: Measurement of the repeatability of the po-
larisation adjustment of the radiation inci-
dent on the SNSPD. The counts were inte-
grated over a period of 30 s.
that was connected with the laser and the SNSPD, was used to maximise the count rate
of the SNSPD, i.e. to set the polarisation of the radiation incident on the SNSPD par-
allel to the meander wire. The count rate was integrated over a period of 30 s. The bias
current was set to 21.6 µA, i.e. to 90% of the critical bias current. The relative stan-
dard uncertainty associated with the polarisation dependence of the SNSPD was then
obtained from the relative standard deviation of the measured counts (see Table 3.3) to
upol = 1.35%.
Uncertainty Budget Table 3.4 shows the uncertainties arising from the measure-
ments and from the introduced corrections. The values given are relative standard
uncertainties. The uncertainty for the determination of the count rate of the SNSPD
contains the uncertainty in the measurement of the count rate, the uncertainty of the
determination of the dark count rate and the uncertainty contribution of the counting
electronics as well as the repeatability of the measurement and gives uCRSNSPD = 0.075%.
The uncertainty of the calibration of the reference detector is uSInGaAs = 0.15%. An-
other source of uncertainty is the determination of the ratio of the photocurrent of the
calibrated reference detector and the ring current at Ihigh. The values of the uncer-
tainties connected to these measurements are the uncertainty of the measurement of
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Figure 3.19: Relative change of the fibre-coupling efficiency of the synchrotron radiation
of the Metrology Light Source into the optical fibre at 1.55 µm plotted over
the electron beam current. Within the uncertainties of the ring current
measurement no systematical dependence of the coupling efficiency on the
electron beam current has been detected for ring currents below 1 mA (figure
taken from [158]).
the ring current uIring = 0.5%, the systematical uncertainty of the used amperemeter
uampmeter = 0.05% and the type A uncertainty of the measured ratio of the photocurrent
of the reference detector and of the ring current uIInGaAsnorm = 0.53%.
To check whether the finite vertical source size of the synchrotron radiation has an in-
fluence on the calibration result the change of the coupling efficiency into the optical
fibre has been measured with the reference detector and has been normalised to the ring
current. Figure 3.19 shows the measured change of the coupling efficiency plotted over
the ring current. Within the uncertainty of the ring current measurement uIring there
was no dependence of the coupling efficiency into the fibre and ring current, for ring
currents below 1 mA. Therefore, this uncertainty contributes with the uncertainty of the
ring current measurement to the uncertainty budget, i.e. uss = uIring as an upper limit
estimate. The uncertainty arising from the reproducibility of the coupling efficiency into
the fibre with respect to the synchrotron radiation is ufc = 0.38%. This uncertainty
occurs for the reference detector as well for the SNSPD. The reproducibility of the con-
nection of the optical fibre with the SNSPD contributes to the uncertainty budget with
ufibre = 0.38%. The reproducibility of the polarisation adjustment in order to maximise
the count rate of the SNSPD and, thus, the uncertainty contribution is upol = 1.35%.
The combined relative uncertainty of this calibration of a SNSPD is uSNSPD = 1.87%.
The main contribution to these overall uncertainties (see Table 3.4) is the uncertainty
associated with the polarisation dependence of the detection efficiency of the SNSPD.
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Source of uncertainty correction factor SNSPD
count rate of SNSPD uCR 0.075%
ratio photocurrent to
ring current (Ihigh), type A uIInGaAsnorm 0.53%
photocurrent
reference detector uampmeter 0.05%
ring current (Ihigh) uIhigh 0.5%
spectral responsivity InGaAs detector uSInGaAs 0.15%
fibre-coupling
reference detector ufc 0.38%
fibre-coupling
SNSPDS ufc 0.38%
source size variation uss 0.5%
polarisation upol 1.35%
fibre connection ufibre 0.36%
critical bias current ubc 0.82%
applied bias current cbias ubias 0.9952 0.16%
SNSPD dead time cdtSNSPD udt 1.00095 0.02%
photon statistics cst ust 1.00062 0.031%
bandwidth cbw ubw 0.9990 0.01%
combined relative
standard uncertainty
of the detection efficiency uSNSPD 1.87%
Table 3.4: Relative standard uncertainties and correction factors contributing to the
traceable calibration of a SNSPD by means of synchrotron radiation.
3.4 Conclusions
Two types of single photon detectors, SPADs and a SNSPD, have been calibrated
traceable to a primary detector standard, the cryogenic radiometer, by means of syn-
chrotron radiation. The measured detection efficiencies are DESPAD1(651.34 nm) =
0.6988 ± 0.0012 for SPAD1, DESPAD2(651.34 nm) = 0.7073 ± 0.0011 for SPAD2, and
DESNSPD(1551.97 nm) = 0.1501± 0.0028 for the SNSPD. The Metrology Light Source
was used to bridge the gap in the radiant power needed to operate the classical refer-
ence detectors with low uncertainties and the photon fluxes that allow low uncertainty
measurements with the SPADs and the SNSPD.
The exploitation of the properties of synchrotron radiation offers a method to calibrate
single photon detectors in the visible and NIR. The uncertainties achievable with this
method are limited by the capabilities of the single photon detectors and the measure-
ment uncertainty of the electron storage ring current in the high ring current range only.
The uncertainty contribution of the ring current measurement can be reduced down
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to a level of about 0.02% by proper calibration of the parametric current transformers
that are used to measure the ring current in the high current range and, hence, would
make this method the most promising candidate for the lowest calibration uncertainty
achievable. The uncertainties achieved within this work are of about the same numerical
value or slightly better than the best results published so far [8]. With the experiences
gained with this attempt to calibrate single photon detectors by means of synchrotron
radiation in the visible, the uncertainty for upcoming calibrations of free space single
photon detectors could be reduced down to a level of 0.1%. This uncertainty level equals
a reduction of the uncertainties available so far by a factor of two.
For the traceable calibration of fibre-coupled single photon detectors, the synchrotron
calibration method offers a significant reduction of the achievable uncertainties. Within
the “MIQC” project, the synchrotron radiation method was expanded to support fibre-
coupled calibrations. The aim of the “MIQC” project is to reduce the uncertainties
of traceable single photon detector calibrations down to 3%. This goal has been ful-
filled with the synchrotron radiation method which enables radiometric calibrations of
fibre-coupled single photon detectors with uncertainties smaller than 2%. Though third
generation electron storage rings are only available to a few national metrology insti-
tutes the unique properties of these sources make this method valuable. In particular,
the combination of the number of wavelengths at which calibrations can be performed
and the low uncertainties achievable are unrivalled by any other calibration method.
Especially stakeholders in sciences such as astronomy or elementary particle physics will
profit from this highly reliable method where radiation conditions can be adapted to
the needs of the experiment, such as, e.g., the simulation of a space-like radiation back-
ground.
Furthermore, the photon statistics of monochromatised synchrotron radiation in the NIR
was measured for the first time. The result, a Poissonian statistic, i.e. g(2)(0) ≈ 1, agrees
well with the expected value [157]. The knowledge of the appropriate correction mech-
anism is a prerequisite for the use of the synchrotron calibration method with photon
rates of 100000/ s or higher.
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The results presented in this work show a substantial progress in the development of
detector-based radiometry. The first central subject of this work, to reduce the uncer-
tainties associated with the measurements of radiometric units was achieved with the
calibration of photodetectors with a primary detector standard, a cryogenic radiome-
ter. The uncertainties have been reduced to a level of 10−5 with the setup of the new
cryogenic radiometer facility of PTB [19]. The new facility has been used in this work
to validate the potential novel primary detector standard for radiometric measurements
in the wavelength range from 400 nm to 800 nm, the Predictable Quantum Efficient
Detector (PQED). In addition, the PQED is the only potential primary radiometric de-
tector standard that can be used in the future to bridge the radiometric gap, i.e. that is
suitable for the application with radiant power levels from milliwatts down to the pW
level.
The second central subject of this work, i.e. to bridge the radiometric gap between the
classical and the few photon radiometry, was achieved by two different approaches.
First: The PQED, suitable for radiometric measurements in both the classical and the
few photon regime was characterised, validated and the linearity of the detector was
tested down to 0.1 nW level [18, 19]. The PQED marks the most recent detector de-
velopment, aiming to reduce the uncertainties in radiant power measurements in the
wavelength range from 400 nm to 800 nm by one to two orders of magnitude down to
the ppm level.
Second: A calibration method based on the unique properties of synchrotron radiation,
that enables radiometric calibrations of single photon detectors with the lowest uncer-
tainties reported so far, was used to calibrate single photon detectors in the visible and
NIR traceable to a primary standard, a cryogenic radiometer.
To achieve a significant reduction of the uncertainty of detector based radiometry and
to characterise and validate the potential of the novel PQED the following objectives
were accomplished:
• A power stabilised laser source was developed that enables radiometric measure-
ments at the 10 ppm level with a standard deviation of the laser power of 7.34·10−6
within a time period of 300 minutes.
• The photodiodes to be used in the PQED were characterised in terms of relative
uniformity and linearity of the spectral responsivity. To measure the uniformity
of the relative spectral responsivity of single photodiodes a dedicated facility was
set up. Furthermore, a facility to measure the linearity of the spectral responsivity
was adopted to be compatible with the PQED, the power stabilised DFB laser and
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the necessary measurement equipment. The measurements with these facilities
achieved relative standard uncertainties of the order of 4 · 10−5 for the relative
uniformity of the spectral responsivity and 3 ·10−5 for the linearity of single PQED
photodiodes.
• For the fabrication and simulation of the photodiodes produced for the PQED, the
dependence of the photocurrent on the applied bias voltage and on the temperature
of the photodiodes was evaluated. The results of these measurements revealed
that the absorption coefficient of silicon is a major source of uncertainty for the
simulation of the internal quantum deficiency for wavelengths above 600 nm when
operated at temperatures of approximately 78 K. Furthermore, the application of
an additional back electrode on the photodiodes produced in the second batch to
reduce the recombination losses at temperatures of 78 K was driven by the results
of this thesis.
• The facility to accommodate the new cryogenic radiometer of PTB was set up. The
new cryogenic radiometer facility has been characterised and an uncertainty budget
has been compiled that proved a significant reduction of the relative standard
uncertainty to 19 ppm associated with the measurement of the radiant power.
• The PQED has been validated by verifying the predicted spectral responsivity by
measurements with the new cryogenic radiometer of PTB.
• An uncertainty budget for the validation of the PQED with the new cryogenic
radiometer facility of PTB has been compiled that proved a relative standard
uncertainty of the validation of about 30 ppm.
• The experimental results obtained in this work have been evaluated and merged
to provide input for the development of the PQED. In addition, it has been shown
that the PQED can be used as a primary detector standard in the wavelength
range from 400 nm to 800 nm if the temporal stability has been validated.
To bridge the radiometric gap by means of synchrotron radiation four objectives were
fulfilled:
• Two types of single photon detectors to be calibrated in terms of detection efficiency
have been chosen, i.e. single photon avalanche photodiodes to prove the calibration
method with free space single photon detectors in the visible wavelength range and
fibre-coupled superconducting nanowire single photon detectors for measurements
in the NIR. The single photon detectors have been characterised to quantify the
contributions of the detectors to the uncertainty budgets of the calibration of the
detection efficiency.
• The photon statistics of the MLS was calculated and was validated experimentally.
The results show a good agreement of the calculated and the experimental value
with a relative deviation of less than 0.1% and, thus, enables the use of synchrotron
radiation for the calibration of single photon detectors.
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• Two calibration setups were established and characterised to allow the calibration
of fibre-coupled and free space single photon detectors by means of synchrotron
radiation. These setups were used to determine the detection efficiency of two free
space SPADs and a fibre-coupled SNSPD.
• Uncertainty budgets for the calibration of fibre-coupled and free space single pho-
ton detectors were compiled. The relative standard uncertainty of the measured
detection efficiency for the free space single photon detectors is 0.16% and 0.17%.
The relative standard uncertainty of the measured detection efficiency of the fibre-
coupled single photon detector is 1.87% with the polarisation dependence of the
detection efficiency being the dominant uncertainty contribution.
With the synchrotron radiation based method for single photon detector calibrations in
the visible and NIR, a traceability chain has been established that achieved the lowest
uncertainties published so far. This method can be applied to free space and fibre-
coupled single photon detectors. Furthermore, this method can be used to validate the
substitution and SPDC calibration method.
With the new cryogenic radiometer of PTB, the newly developed PQED, and the unique
properties of the Metrology Light Source, the PTB is able to provide radiant power scales
with extremely low uncertainties in the range from milliwatts of radiant power down to
a few photons per second in the visible and NIR.
Outlook
In the coming years, the work presented in this thesis will be continued to further
improve radiometric techniques and to reduce the uncertainties associated with radio-
metric measurements in classical and few photon radiometry.
Recently a joint European research project, “NEWSTAR” (New Standards and Trace-
ability for Radiometry) was started to improve the PQED, i.e. to improve the design, the
production procedure, and the modelling of the PQED. “NEWSTAR” brings together
NMIs from twelve countries (Italy, Czech Republic, France, Spain, Norway, Estonia, Fin-
land, Hungary, Germany, New Zealand, Brazil, Republic of Korea) and two universities
from Norway and Estonia. Much effort will be put into the determination of the solid-
state parameters that are necessary for the prediction of the PQED. For this purpose
the effective electron-hole pair lifetime will be measured at different densities of fixed
SiO2-oxide surface charge of the photodiodes from the different sets of photodiodes that
have been and will be produced. The aim is to ultimately identify a processing technique
that improves the effective electron-hole pair lifetime.
Furthermore, the SiO2-oxide charge, doping profiles and electron-hole pair lifetime of the
photodiodes produced in the “Candela” and the “NEWSTAR” project will be measured.
These data will be used by to develop three-dimensional software models based on the
measured parameters. These models will be used to simulate the internal quantum de-
ficiency of the various batches of diodes at different wavelengths, reverse bias voltages
and temperatures.
The absorption coefficient in silicon as a function of wavelength and temperature will
103
4 Conclusions and Outlook
be studied to create a table with justified estimates of spectrally dependent silicon ab-
sorption coefficients over the spectral range from 400 nm to 900 nm at 300 K and 77 K.
The uncertainty contribution of the absorption coefficient of silicon was identified in this
work as one of the dominant uncertainties in the prediction of the internal quantum
deficiency of the PQED.
The responsivity ratio of PQEDs equipped with photodiodes from the different process-
ing will be measured to validate the developed software models with uncertainties at
the ppm level. The characterisations and comparison of the PQEDs from the differ-
ent manufacturing rounds could identify any differences in the manufacturing rounds.
Measurements against the CRCF of PTB will be used to evaluate the accuracy of the
prediction in addition to the comparisons shown in this work. To validate the spectral
responsivity of the PQED, that will be predicted by three-dimensional software models,
the uncertainty in the cryogenic radiometry has to be further reduced. To achieve a
relative standard uncertainty of the order of 10 ppm when validating the PQED with
the CRCF, the CRCF has to be improved and more precisely characterised. The first
important step to reduce the uncertainties to the 10 ppm level are the deployment of
higher resolution temperature controllers at the CRCF that, in addition, have to provide
traceability of the measured heater power of the cryogenic radiometer of the CRCF to
the SI. The second step is to measure the absorption coefficient of the cryogenic ra-
diometer cavity of the CRCF traceable to the SI with a relative standard uncertainty of
approximately 2 ppm.
To improve the traceability of radiometric measurements to the SI at the few photon
level, the synchrotron radiation method will be validated by the SPDC and substitution
method with reduced uncertainties by directly comparing the three methods. In addi-
tion, the PQED will be used as the reference the detector when calibrating free-space
single photon detectors in the visible. The linearity of the PQED, proven in this work
in the range from about 450 µW to less than 1 nW, can then be used to validate the
independence of the vertical source size of the synchrotron radiation of the MLS on the
number of stored electrons for ring currents below 1 mA.
Currently radiometry is based on the three primary standards: Calculable blackbody
radiation, synchrotron radiation and cryogenic radiometer.
With this work, an important step towards a new primary standard - the PQED - has
been achieved. Further work on the PQED in the framework of “NEWSTAR” has the
aim to establish a completely independent, compact and easy to use, primary standard.
This would implement a significant progress in modern radiometry.
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